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CABLE LADDER SYSTEM

Cable Ladder m
rung spacing: 300 mm (200 mm optional)
model no. height width thick- |delivery| EAN Weight
H B nesst | length code perrn1 00 2915 a
mm/Inch mm/Inch | mm/Inch m kg m
[ S | KL100.203 | 100/3,9 | 200/7,8 | 1,5 6 |903658| 341 2 w
z KL 100.303 | 100/3,9 | 300/11,7 | 1,5 6 |903665| 355
| S | KL 100.403 100/3,9 | 400/15,6 1,5 6 903672 | 368
E KL 100.503 | 100/3,9 | 500/19,5 | 1,5 6 |903689| 411
| S | KL100.603 | 100/3,9 | 600/23,4 | 1,5 6 |903696| 431
| F | KL100.203 F| 100/3,9 | 200/7,8 1,5 6 | 904006 | 366
| F | KL100.303 F| 100/3,9 | 300/11,7 | 1,5 6 904020 | 381
| F | KL 100.403 F| 100/3,9 | 400/15,6 | 1,5 6 |904044 | 396
| F | KL100.503 F| 100/3,9 | 500/19,5 | 1,5 6 | 904068 | 443
I KL 100.603 F| 100/3,9 | 600/23,4 | 1,5 6 904082 | 463

reinforced perforated side rails, riveted rungs with 11 mm slot width

HDG finish, bottom of side rails non perforated
Cable ladder is available in 3 meter length as well.
Corresponding yoke clamps (BA... and BAK...) are listed in a separate section of this catalog.

Load Chart: q = uniformly distributed load (tested according to DIN EN |IEC 61537 standard)
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Uniformly distributed load q (KN/m)

Specified load ratings are independant of splice plate location.

Splice Plate m

model no. height acc. incl. EAN Weight
H code per 100
pc.

mm/Inch kg
[ S | Ksv 100 s‘ 100/3,9 ‘ 2 FLM 8x13 F ‘906758‘ 255 j\/ ox52
H /

KSV 100 F| 100/3,9 | 2 FLM 8x13 F | 906765 | 255

For positive locking connections of cable ladders with a side rail height of 100 mm and corresponding Z
fittings. 72
2 pieces required per joint. Please order separately. 150

Equipotential bonding guaranteed by bolting the splice plate properly.

Barrier Strip
model no. | height thick- acc. incl. EAN Weight
ness t code per 100
m
mm/Inch | mm/Inch kg
RWS85 |80/3,1| 09 | 4FLM6x12 |237609| 92
RWB85F| 80/3,1 | 09 |4FLM6x12F |237708| 92

To separate wires and cables of different voltage levels or with different functions.

Flange with slotted holes 7x38 mm, spacing 100 mm.




Splice Plate for Barrier Strip ' IE E
model no. height length EAN Weight
H code per 100 61
mm/Inch | mm/Inch plfg
RTV 85 E2| 79,5/3,1 | 80/3,1 | 237753| 2 i\
For positive locking connections and proper bonding of barrier strips. " %

Mounting Clamp for Barrier Strip

model no. acc. incl. EAN Weight
code per 100

pc.

kg

KLWC 11 1 FK 6x12, GSM 306 289608 | 2
KLWC 11 F| 1 FK 6x10 E3, GSM 306 E3 | 570409 | 3

For attaching barrier strips to rungs (slot width 11 mm) of cable ladders.

Insertable at any position of the rail.

KLWC 11, Fé

Extension Horizontal Tee m
model no. height width EAN Weight
H B code per 100
mm/Inch mm/Inch plgg -

E KLTA 100.203 100/3,9 | 200/7,8 | 913701 549
E KLTA 100.303 | 100/3,9 | 300/11,7 | 913725 | 574
S | KLTA 100.403 | 100/3,9 | 400/15,6 | 913749 | 598
E KLTA 100.503 100/3,9 | 500/19,5 | 913763 | 623
| S |KLTA100.603 | 100/3,9 | 600/23,4 | 913787 | 647
I KLTA 100.203 F| 100/3,9 | 200/7,8 |904310| 590
| F | KLTA100.303 F| 100/3,9 | 300/11,7 | 904334 | 617
| F | KLTA 100.403 F| 100/3,9 | 400/15,6 | 904358 | 643
I KLTA 100.503 F| 100/3,9 | 500/19,5 | 904372 | 670
I KLTA 100.603 F| 100/3,9 | 600/23,4 | 904396 | 696

The splice plates KSV 100 have to be ordered seperately.
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CABLE LADDER SYSTEM

Horizontal Tee

model no. height width EAN Weight
H B code per 100

pc.

mm/Inch mm/Inch kg

KLT 100.203 | 100/3,9 | 200/7,8 |903801| 765
KLT 100.303 | 100/3,9 | 300/11,7 | 903818 | 830
KLT 100.403 | 100/3,9 | 400/15,6 | 903825 | 895
KLT 100.503 | 100/3,9 | 500/19,5 | 903832 | 1010
KLT 100.603 | 100/3,9 | 600/23,4 | 903849 | 1090
KLT 100.203 F| 100/3,9 | 200/7,8 |904303| 765
KLT 100.303 F| 100/3,9 | 300/11,7 | 904327 | 830
KLT 100.403 F| 100/3,9 | 400/15,6 | 904341 | 895
KLT 100.503 F| 100/3,9 | 500/19,5 | 904365 | 1010
KLT 100.603 F| 100/3,9 | 600/23,4 | 904389 | 1090

IS ||
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L d
The splice plates KSV 100 have to be ordered seperately. 645
-~
Horizontal Cross m
model no. height width EAN Weight
H B code per 100
pc.
mm/Inch mm/Inch kg
KLK 100.203 | 100/3,9 | 200/7,8 |903856| 880
KLK 100.303 | 100/3,9 | 300/11,7 | 903863 | 960
1290 + B

KLK 100.403 | 100/3,9 | 400/15,6 | 903870 | 1045
KLK 100.503 | 100/3,9 | 500/19,5 | 903887 | 1200
KLK 100.603 | 100/3,9 | 600/23,4 | 903894 | 1325
KLK 100.203 F| 100/3,9 | 200/7,8 |904402| 880
KLK 100.303 F| 100/3,9 | 300/11,7 | 904426 | 960
KLK 100.403 F| 100/3,9 | 400/15,6 | 904440 | 1045
KLK 100.503 F| 100/3,9 | 500/19,5 | 904464 | 1200
KLK 100.603 F| 100/3,9 | 600/23,4 | 904488 | 1325

The splice plates KSV 100 have to be ordered seperately.

o EEEE

Horizontal Elbow 90°, small radius

model no. height width EAN Weight
H B code per 100

pc.

mm/Inch | mm/Inch kg

KLBK 100.203 | 100/3,9 | 200/7,8 |903702| 430
KLBK 100.303 | 100/3,9 | 300/11,7 | 903719 | 475
KLBK 100.403 | 100/3,9 | 400/15,6 | 903726 | 520
KLBK 100.503 | 100/3,9 | 500/19,5 | 903733 | 615
KLBK 100.603 | 100/3,9 | 600/23,4 | 903740 | 660
KLBK 100.203 F| 100/3,9 | 200/7,8 |904105| 430
KLBK 100.303 F| 100/3,9 | 300/11,7 | 904129 | 475
KLBK 100.403 F| 100/3,9 | 400/15,6 | 904143 | 520
KLBK 100.503 F| 100/3,9 | 500/19,5 | 904167 | 615
KLBK 100.603 F| 100/3,9 | 600/23,4 | 904181 | 660

_ HCEeg

Two runs of KL ladders of the same width can be installed next to each other. Distance is 100 mm.

The splice plates KSV 100 have to be ordered seperately.

645

KLBG 100. ...

KLBK 100. ...




Horizontal Elbow 90° (large radius) m
model no. height width EAN Weight
H B code per 100
pc.
mm/Inch | mm/Inch kg
S | KLBG 100.203 | 100/3,9 | 200/7,8 |903757| 570
S | KLBG 100.303 | 100/3,9 | 300/11,7 |903764 | 670
S | KLBG 100.403 | 100/3,9 | 400/15,6 | 903771 | 775 745+ B
S | KLBG 100.503 | 100/3,9 | 500/19,5 | 903788 | 950
S | KLBG 100.603 | 100/3,9 | 600/23,4 | 903795| 1090 >
F | KLBG 100.203 F| 100/3,9 | 200/7,8 |904204 | 570
F | KLBG 100.303 F| 100/3,9 | 300/11,7 | 904228 | 670 ~
F | KLBG 100.403 F| 100/3,9 | 400/15,6 | 904242 | 775
F | KLBG 100.503 F| 100/3,9 | 500/19,5 | 904266 | 950 745+ B
F | KLBG 100.603 F| 100/3,9 | 600/23,4 | 904280 | 1090
Two runs of KL ladders of the same width can be installed next to each other. Distance is 100 mm.
The splice plates KSV 100 have to be ordered seperately.
KLBG 100. ...
KLBK 100. ...

Adjustable Splice Plate
horizontal
model no. height acc. incl. EAN Weight
H code per 100
pc.
mm/Inch kg
KWV 100 S| 100/3,9 | 4 FLM 8x13 F | 906796 | 55
KWV 100 F| 100/3,9 | 4 FLM 8x13 F | 906802 | 55

For custom-built horizontal elbows.

2 pieces required per joint. Please order separately.
Equipotential bonding guaranteed by bolting the splice plate properly.

Adjustable Vertical Elbow

vertical
model no. height width acc. incl. EAN Weight
H B code per 100
mm/Inch mm/Inch pEQ
E KGS 100.203 | 100/3,9 | 200/7,8 | 8 SKM 8x16 F, 16 FLM 8x13 F | 903900 | 370
| S |KGS 100.303 | 100/3,9 | 300/11,7 | 8 SKM 8x16 F, 16 FLM 8x13 F | 903917 | 430
| S | KGS 100.403 | 100/3,9 | 400/15,6 | 8 SKM 8x16 F, 16 FLM 8x13 F | 903924 | 490
z KGS 100.503 | 100/3,9 | 500/19,5 | 8 SKM 8x16 F, 16 FLM 8x13 F | 903931 | 575
| S | KGS 100.603 100/3,9 | 600/23,4 | 8 SKM 8x16 F, 16 FLM 8x13 F | 903948 | 620
I KGS 100.203 F| 100/3,9 | 200/7,8 | 8 SKM 8x16 F, 16 FLM 8x13 F | 904501 | 370
| F | KGS100.303 F| 100/3,9 | 300/11,7 | 8 SKM 8x16 F, 16 FLM 8x13 F | 904525 | 430
i KGS 100.403 F| 100/3,9 | 400/15,6 | 8 SKM 8x16 F, 16 FLM 8x13 F | 904549 | 490
| F | KGS 100.503 F| 100/3,9 | 500/19,5 | 8 SKM 8x16 F, 16 FLM 8x13 F | 904563 | 575
F | KGS 100.603 F| 100/3,9 | 600/23,4 | 8 SKM 8x16 F, 16 FLM 8x13 F | 904587 | 620

Delivered as a kit (not assembled).




CABLE LADDER SYSTEM

Adjustable Splice Plate

vertical
model no. height acc. incl. EAN Weight
H code per 100
pc.
mm/Inch kg

KGV 100 S| 100/3,9 | 2 FLM 8x13 F | 906772 | 54
KGV 100 F| 100/3,9 | 2 FLM 8x13 F | 906789 | 54

For custom built horizontal elbows.

2 pieces required per joint. Please order separately.

Equipotential bonding guaranteed by bolting the splice plate to the side plate properly.

Cable Ladder Connection Bracket
model no. height acc. incl. EAN Weight
H code per 100
pc.
mm/Inch kg

KLAS 100| 100/3,9 | 1 FLM 6x16 F | 295005 | 20,5

Connector bracket for field made horizontal joints of cable ladders with identical height.

Pair of Protective End Caps

model no. height color EAN Weight
H code | per 100

pairs
mm/Inch kg

SKK 100| 100/3,9 | yellow |918423| 5

to be installed as end cap

To prevent accidents and injuries you must install a pair of protective end cap.
One pair consists of a left-hand and a right-hand version.

40-45 mm

]
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Ladder Drop Out

model no. idth acc. incl. EAN Weight 120
WIB : code per|1900 ”//&\ B
pc.
mm/Inch kg 7 >’
S | KLAB 200 190/7,4 2 FK6x12,2 GSM 306 287406 | 60 e /
S | KLAB 300 290/11,3 2 FK6x12,2 GSM 306 287505 | 90
S | KLAB 400 390/15,2 2 FK6x12,2 GSM 306 287604 | 120
S | KLAB 500 490/19,1 2 FK6x12,2 GSM 306 287703 | 150 B-54 L
S | KLAB 600 590/23 2 FK6x12,2 GSM 306 287802 | 180
F | KLAB200F | 190/7,4 | 2 FK6x10 E3, 2 GSM 306 E3 | 900176 | 60
F | KLAB 300 F | 290/11,3 | 2 FK 6x10 E3, 2 GSM 306 E3 | 900183 | 90
F | KLAB 400 F | 390/15,2 | 2 FK 6x10 E3, 2 GSM 306 E3 | 900190 | 120
F | KLAB 500 F | 490/19,1 | 2 FK 6x10 E3, 2 GSM 306 E3 | 900206 | 150
F |KLAB600F | 590/23 |2 FK6x10E3,2 GSM 306 E3 | 900213 | 180
=0 KLAB 200 E3| 190/7,4 | 2 FK6x10 E3, 2 GSM 306 E3 | 900121| 60
3 | KLAB 300 E3| 290/11,3 | 2 FK 6x10 E3,2 GSM 306 E3 | 900138 | 90
=K KLAB 400 E3| 390/15,2 | 2 FK 6x10 E3,2 GSM 306 E3 900145 | 120
=1 KLAB 500 E3| 490/19,1 | 2 FK 6x10 E3, 2 GSM 306 E3 | 900152 | 150
=) KLAB 600 E3| 590/23 | 2 FK 6x10 E3,2 GSM 306 E3 | 900169 | 180
For rung mounting, with rounded edges to protect cables.
For: KL 60... and KL 100... cable ladders
Cable Ladder Mounting Bracket E
model no. acc. incl. EAN Weight
code per 100 58
pc.
kg
KLTB 6 1FLM 6x16 F 282708 | 2
KLTB6 F 1 FLM 6x16 F 282722 | 2
KLTB 6 E3 1 FLM 6x12 E3 342006 | 2
KLTB 6 E5| 1 FLM 6x12 E5, 1 US M6, 1 SM 6 | 730407 | 2
Hold down clamp to fix cable ladders on brackets.
2 pieces required per bracket
Two Hole Corner Angle ox$20
model no. thick- acc. incl. EAN Weight
ness t code | per 100 40
pc. \K/‘ 3
mm/Inch kg
WWU 150/8 5 1FLM 8x16 F | 194506 | 21 60
11
WWU 150/8 E3| 4 | 1FLM8x16 E3 | 344307 | 21 }\
WWU 150/8 E5| 4 1 SKM 8x16 E5 | 728909 | 21 T 9x30
for floor-, ceiling- or wall-mount 60 L
Three Hole Corner Angle E
model no. thick- acc. incl. EAN Weight
ness t code per 100 )
pc.
mm/Inch kg
WWA100| 5 | 1FLM10x25F |194759| 30

for floor-, ceiling- or wall-mount




CABLE LADDER SYSTEM ACCESSORIES

Cover for Cable Tray/Ladder

with turnbolt locks

model no. inside EAN Weight
dimension (B)| code per 100
m

mm/Inch kg
RDV 100 102/4 261406 97
RDV 150 152/5,9 |261505| 129

RDV 200 202/7,9 | 261604 | 177
RDV 300 302/11,8 |261802| 260
RDV 400 402/15,7 | 261901 | 340
RDV 500 502/19,6 |262007 | 420
RDV 600 602/23,5 |262205| 500
RDV 100 F 102/4 263608 | 97
RDV 150 F 152/5,9 |263707 | 129
RDV 200 F 202/7,9 | 263806 | 177
RDV 300 F | 302/11,8 |264001| 260
RDV 400 F | 402/15,7 | 264100 | 340
RDV 500 F | 502/19,6 |264209| 420
RDV 600 F | 602/23,5 |264407 | 500

RDV 100 E3| 102/4 |336906| 97

] RDV 200 E3| 202/7,9 |337002| 177
RDV 300 E3| 302/11,8 |337101| 257
] RDV 400 E3| 402/15,7 |337200| 340
=) RDV 500 E3| 502/19,6 |337309| 420
RDV 600 E3| 602/23,5 |337507 | 500

Turn-bolt locks for finish E3 and E5 are always made of stainless steel type E5.
For: all straight sections of cable tray (other than RSV 50...) as well as for KL 60 and KL 100 cable ladders

For outdoor service covers need to be secured against windloads using heavy duty cover clamps or steel
cable ties.

w

Cover for Horizontal Tee
with turnbolt locks

model no. width EAN Weight
B code per 100
mm/Inch kg
+#[ S | KLTDV 200 200/7,8 | 938759 | 454,8
+#| S |KLTDV 300 | 300/11,7 | 938766 | 646,8
[ S |KLTDV 400 | 400/15,6 | 938773 | 854,5
4 S |KLTDV 500 | 500/19,5 | 938780 | 1077,9
%[ S | KLTDV 600 | 600/23,4 | 938797 | 1317
%[ F |KLTDV 200 F | 200/7,8 |938803| 489
4| F | KLTDV300F | 300/11,7 | 938810 | 6954
4| F |KLTDV 400 F | 400/15,6 | 938827 | 918,7
4| F | KLTDV 500 F | 500/19,5 | 938834 | 1158,8
+#| F | KLTDV 600 F | 600/23,4 | 938841 | 1415,9
=) KLTDV 200 E3| 200/7,8 |938858 | 459,9
* 3 | KLTDV 300 E3| 300/11,7 | 938865 | 653,2
% |[[I=0 KLTDV 400 E3| 400/15,6 | 938872 | 862,2
+|[[I=] KLTDV 500 E3| 500/19,5 | 938889 | 1087
=] KLTDV 600 E3| 600/23,4 | 938896 | 1327,6
Cover for 90° Horizontal Elbow . 10
with turnbolt locks i /t
model no. width EAN | Weight A /{
B code | per 100 \/\/ ~L
mm/Inch kg > B
%[ S | KLBKDV 200 200/7,8 | 938605 | 217,8
4| S |KLBKDV 300 | 300/11,7 | 938612 | 3344
%/ S | KLBKDV 400 | 400/15,6 938629 | 463,3
+#| S | KLBKDV 500 | 500/19,5 | 938636 | 604,6
4| S | KLBKDV 600 | 600/23,4 | 938643 | 758,1
4| F | KLBKDV 200 F | 200/7,8 |938650 | 234,2
4| F | KLBKDV 300 F | 300/11,7 | 938667 | 360,1
4| F | KLBKDV 400 F | 400/15,6 | 938674 | 498,1
4| F | KLBKDV 500 F | 500/19,5 | 938681 | 649,9
| F | KLBKDV 600 F | 600/23,4 | 938698 | 815
= KLBKDV 200 E3| 200/7,8 | 938704 | 220,9
* E3 | KLBKDV 300 E3| 300/11,7 | 938711 | 338,2
4 [I=] KLBKDV 400 E3| 400/15,6 | 938728 | 467,9
+ =] KLBKDV 500 E3| 500/19,5 | 938735 | 610,1
+[[Z] KLBKDV 600 E3| 600/23,4 | 938742 | 764,6
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(NIEDAX

The Niedax Marine Cable Ladder was originally designed for
shipbuilding only. Today the marine ladder is used in many
different areas, for example in power plants, refineries, heavy
industry and in tunnels.

Heavy duty perforated siderails allow welding and/or bolling to
support structures. Cables can be banded very easy to the slotted

rungs using plastic or stainless steel cable ties.




MARINE CABLE LADDER SYSTEM

Load / Span Class Designation in accordance
with NEMA VE 1 and CSA E22.2 No. 126.1

Load class in accordance to
n Minimum Area NEMA VE 1
NIEDAX Series in accordance Support
(calculational) to NEMA VE 2 Rated Load spacing Load/Span
mm? fin? mny fin? Kagim / lb./ft. mifi Class

KLMULX 40,100 .. F 400/ 0.62 25817040 176/ 1178 2166 >
KLMULX 40.150 .. F 400/ 0.82 258/0.40 175/ 1176 2/66 c
KLMULX 40.200 _..F 400 / 0.62 258 70.40 175/ 1176 21686 C
KLMULX 40.250 ...F 400 7 0.62 258 /0.40 175/ 1176 2166 C
KLMULX 40300 _.F 400/ 0.62 2587040 175/ 1176 2/686 C
KLMULX 40400 . F 400 r 0.62 2587040 175/ 1176 2166 C
KLMULX 40,500 . F 400 / 0.62 2587040 175/ 1176 2/86 C
KLMULX 40.600 ...F 400 /082 258 /040 175/ 1176 2/66 Cc
KLMULX 40.700 ...F 400/ 062 2587040 175/ 1176 2/66 c
KLMULX 40.800 ...F 400  0.82 2581040 175/ 1176 2166 c
KLMULX 40,900 ..F 400 /062 2587040 17511176 2168 Cc
KLMULX 401000 ._.F 400 7/ 0.62 258 70.40 180 7 127.7 2/68 C
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Marine Cable Ladder I‘”
with perforated siderail

model no. height width thick- EAN Weight

H B ness t code per 100
mm/Inch mm/Inch | mm/Inch rkT;;

[ 'F | KLMUL 40.100 F | 40/1,6 | 110/4,3 5 |932825| 324,2
| F | KLMUL 40.150 F | 40/1,6 | 160/6,2 5 932849 | 345
I KLMUL 40.200 F | 40/1,6 | 210/8,2 5 932863 | 356,5
| F | KLMUL 40.250 F | 40/1,6 | 260/10,1 5 932887 | 386,4
| F | KLMUL 40.300 F | 40/1,6 | 310/12,1 5 932900 | 407,1
I KLMUL 40.400 F | 40/1,6 410/16 5) 932924 | 4485
| F | KLMUL 40.500 F | 40/1,6 | 510/19,9 5 932948 | 490
I KLMUL 40.600 F | 40/1,6 | 610/23,8 5 932962 | 531,4
| F | KLMUL 40.700 F | 40/1,6 | 710/27,7 5 932986 | 572,8
| F | KLMUL 40.800 F | 40/1,6 | 810/31,6 5 933006 | 614,3
I KLMUL 40.900 F | 40/1,6 | 910/35,5 5 933020 | 655,7
| F | KLMUL 40.1000F | 40/1,6 | 1010/39,4 5 933044 | 6971

The KLMUL ladder is available in E5 on request.

Trapeze Rungs

model no. width EAN Weight
B code per 100

pc.

mm/Inch kg

SPM100B | 100/3,9 |298907| 10,9
SPM150B | 150/5,8 |299003| 16,5
SPM200B | 200/7,8 |299102| 22
SPM 250B | 250/9,8 |299201| 27,5
SPM 300 B | 300/11,7 | 299300 | 33
SPM 400 B | 400/15,6 | 299409 | 44
SPM 500 B | 500/19,5 | 299508 | 55
SPM 600 B | 600/23,4 | 299607 | 66
SPM700B | 700/27,3 | 299706 | 77
SPM 800 B | 800/31,2 | 299805 | 88,9
SPM 900 B | 900/35,1 | 299904 | 99
SPM 1000 B| 1000/39 |300006 | 109
SPM 3000 B| 3000/117 | 962068

supplementary rung, for welding into the marine cable ladder

The SPM rung in 3000 mm length is available in F, E3, E5 and AL (material thickness 3mm) as well.

Splice Plate
model no. | height acc. incl. EAN Weight
H code per 100
pc.
mm/Inch kg

KLMV 40| 41/1,6 | 1FLM 10x25 F | 298808 | 27

for positive locking connections of the marine cable ladder.

2 pieces required per joint
Equipotential bonding guaranteed by bolting the side rails together.




MARINE CABLE LADDER SYSTEM

Mushroom Head Bolt, similar to DIN 603 Standard E
flange nut included

model no. thread £2

length | strength EAN Weight

category| code per 100
pc.
kg
FUFLM8X25F| M8 | 251 | 8.8 |206803| 2,8
Box quantity for FLM 8 x 25 F, 50 pieces.

mm/Inch

Horizontal Elbow 45° I'“'
model no. height width thick- EAN Weight
H B ness t code per 100
mm/Inch | mm/Inch |mm/Inch plfg 9x30
-ﬁz KLMUBB 40.100F | 40/1,6 | 100/3,9 5 935109 | 222,1
4| F | KLMUBB 40.150F | 40/1,6 | 150/5,8 5) 935116 | 244,3
ﬁz KLMUBB 40.200F | 40/1,6 | 200/7,8 5 935123 | 266,5
+#| F | KLMUBB 40.250F | 40/1,6 | 250/9,8 5 |935130| 288,6
4| F | KLMUBB 40.300F | 40/1,6 | 300/11,7 5 935147 | 310,8
+* I KLMUBB 40.400F | 40/1,6 | 400/15,6 5 935154 | 355,1
4| F | KLMUBB 40.500F | 40/1,6 | 500/19,5 | 5 |935161| 399,5
4| F | KLMUBB 40.600F | 40/1,6 | 600/23,4 5) 935178 | 443,8
-ﬁI KLMUBB 40.700F | 40/1,6 | 700/27,3 5 935185 | 488,1
4| F | KLMUBB 40.800F | 40/1,6 | 800/31,2 5) 935192 | 532,5
ﬁz KLMUBB 40.900F | 40/1,6 | 900/35,1 5 935208 | 576,8
4| F | KLMUBB40.1000F | 40/1,6 | 1000/39 5) 935215 | 621,1
Hardware is not included.
Extension Horizontal Tee I'“'
model no. height width thick- acc. incl. EAN Weight
H B ness t code per 100
mm/Inch | mm/Inch | mm/Inch plfg
-ﬁz KLMUAT 40.100F | 40/1,6 | 100/3,9 5 4 FLM 8x25 F | 935222 | 292,7
4| F | KLMUAT 40.150F | 40/1,6 | 150/5,8 5) 4 FLM 8x25 F [ 935239 | 303
+ I KLMUAT 40.200F | 40/1,6 | 200/7,8 5 4 FLM 8x25 F | 935246 | 313,4
4| F | KLMUAT 40.250F | 40/1,6 | 250/9,8 5 | 4FLM 8x25F | 935253 | 323,7
4| F | KLMUAT 40.300F | 40/1,6 | 300/11,7 5 4 FLM 8x25 F | 935260 | 334,1
-ﬁI KLMUAT 40.400F | 40/1,6 | 400/15,6 5 4 FLM 8x25 F | 935277 | 354,8
4| F | KLMUAT 40.500F | 40/1,6 | 500/19,5 5 4 FLM 8x25 F | 935284 | 375,6
+#| F | KLMUAT 40.600F | 40/1,6 | 600/23,4 5 4 FLM 8x25 F | 935291 | 396,3
+* I KLMUAT 40.700F | 40/1,6 | 700/27,3 5 4 FLM 8x25 F | 935307 | 417
4| F | KLMUAT 40.800F | 40/1,6 | 800/31,2 5 4 FLM 8x25 F | 935314 | 437,7
+ I KLMUAT 40.900F | 40/1,6 | 900/35,1 5 4 FLM 8x25 F | 935321 | 458,4
#I KLMUAT40.1000F | 40/1,6 | 1000/39 5 4 FLM 8x25 F | 935338 | 479,1
Extension tees can be bolted directly to straight sections of KLMUL ladders using two FLM 8x25 F. <\ />/

Hardware is not included.
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Long Span System

—_ 1 Long Span Cable Tray

| Long Span Cable Ladder
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Accessories
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NIEDAX

The Long Span System is used where long support spans and high
cable load capacities are required. Our heavy duty versions show
a load rating of 20C according to NEMA. The main application for
Long Span Cable Ladders are heavy duty power cables, while Long
Span Trays allow a combination of control- and power cables.
Like with all Niedax cable management systems you can select
from a wide range of sizes, fittings and accessaories in various
material thicknesses and finishes.
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for proper anchorage 1o




LONG SPAN CABLE TRAY
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LONG SPAN CABLE TRAY

Long Span Cable Tray and Cable Ladder Specifications:

1 A. CABLE TRAY DESIGN .
be made of s ries as defined in the latest NEMA standards

1 B. MATERIAL

. TRAY TYPES
connected by corrugated

sted by solid steel metal.

riveted to the botlom flange of the side-rails.
all not protrude below the bottom of the

. TRAY SIZE

. ACCESSORIES

mquﬁ:upﬂyﬂu use of a slotted screwdriver.

. LOADING CAPABILITIES

. DESIGN AND MANUFACTURE



s
(NIEDAX

Load / Span Class Designation in accordance
with NEMA VE 1 and CSA E22.2 No. 126.1

Load class in accordance to
Minimum Area NEMA VE 1
NIEDAX Series in accordance Support
{calculational) | to NEMAVE 2 | Rated Load spacing Load/Span
mm? / in.2 mm? / in.2 Kgim / lb./ft. m /. Class
WRLX / WRUX 105.200, .. F, .., E3 627.0/0.97 45210.7 B0 /538 61197 8C, 12C, 168, D, 20A
WRLX / WRUX 105.300, ... F, ... E3 627.0/0.97 45210.7 80/538 6/19.7 8C, 12C, 168, D, 204
WRLX / WRUX 105,400, .., F, .., E3 627.0/0.97 452/ 0.7 BO/53.8 6/10.7 BC, 12C, 168, D, 20A
WRLX / WRUX 105.500, ... F, .. E3 627.0/0.97 452/0.7 80/538 6/19.7 BC, 12C, 168, D, 20A
WRLX / WRUX 105.600, ... F, ... E3 627.0/097 452/0.7 80/538 6/18.7 8C, 12C, 168, D, 20A
'WRLX/WRUX 150200, .. F,..E3 | 7620/1.18 | 645/1.0 80538 61187 | 8C,12C, 168, D, 20A
wﬁ;mﬁﬁnm_ F...E3 762.0/1.18 645/1.0 80/538 6/19.7 8C, 12C, 168, D, 20A
_wmim:m, T B3 762.0/1.18 645/1.0 80/538 61197 8C, 12C, 168, D, 20A
WRLX [ WRUX 150.500, ... F, ... E3 762.0/1.18 645/ 1.0 80/53.8 6/19.7 BC, 12C, 168, D, 20A
Wmim A 762.0/1.18 B45/1.0 80/538 6118.7 BC, 12C, 168, D, 204,
WRLMX / WRUMX 150 200, . F 896 /1.39 645/1.0 122 /82 6/19.7 | 8C, 12C, 16B, 20A, E, 20B
WRLMX / WRUMX 150.300, ... F 896 /1.39 645/1.0 122 /82 6/19.7 | 8C, 12C, 168, 20A, E. 20B
WRLMX / WRUMX 150.400, ... F 896 /1.39 645/1.0 122 /82 6/19.7 | 8C.12C, 16B, 20A, E. 20B
WRLMX / WRUMX 150.500, ... F B9G /1,39 B45/1.0 122 /82 8/19.7 | BC,12C, 16B, 20A, E, 20B
WRLMX / WRUMX 150,600, ... F 896/ 1.39 645/ 1.0 122 /82 6/19.7 | BC,12C, 16B, 20A, E, 208
WRLX | WRUX 200.200, .. F 924.0/1.43 645/1.0 7651514 6/19.7 8C, 12C, 168, D, 20A
W*rmmmm. ik 524.0/143 645/1.0 76.5/51.4 6/18.7 8C. 12C, 168, D, 20A
W{W 200400, ... F 924.0/143 645/ 1.0 7651514 61187 8C, 12C, 168, D, 20A
m;mﬂx 200,500, . F 024.0/1.43 645/1.0 7651514 6/19.7 BC, 12C, 168, D, 20A
: LX / WRUX 200.600, ... F 9240/143 645/1.0 76.5/51.4 6/19.7 8C, 12C, 168, D, 20A




LONG SPAN CABLE TRAY

Long Span Cable Tray

ventilated bottom

model no. height width thick- |delivery| EAN Weight
H B nesst | length code per 100
mm/Inch mm/Inch  |mm/Inch m rkr;

[ 'S | WRL 105.200 105/4,1 | 200/7,8 | 1,5 6 |310708| 644
E WRL 105.300 105/4,1 | 300/11,7 15 6 310807 | 709
| S | WRL 105.400 105/4,1 | 400/15,6 1,5 6 310906 | 774
E WRL 105.500 105/4,1 | 500/19,5 1,5 6 |311002| 839
| S | WRL 105.600 105/4,1 | 600/23,4 1,5 6 |311101| 904
| F |WRL105.200 F | 105/4,1 | 200/7,8 1,5 6 | 587803 | 644
| F | WRL105.300 F | 105/4,1 | 300/11,7 1,5 6 | 587902 | 709
| F |WRL 105.400 F | 105/4,1 | 400/15,6 1,5 6 | 588008 | 774
| F  WRL105.500 F | 105/4,1 | 500/19,5 1,5 6 |588107| 839
I WRL 105.600 F | 105/4,1 | 600/23,4 15 6 | 588206 | 904
=) ‘ WRL 105.200 E3| 105/4,1 | 200/7,8 1,5 6 724802 | 644
=} WRL 105.300 E3| 105/4,1 | 300/11,7 1,5 6 | 724826| 709
H=X1 WRL 105.400 E3| 105/4,1 | 400/15,6 1,5 6 | 724840 | 774
TS\ WRL 105.500 E3| 105/4,1 | 500/19,5 1,5 6 | 724864 | 839
WRL 105.600 E3| 105/4,1 | 600/23,4 1,5 6 | 724888 | 910

Perforated side rails with reinforcing fins, ventilated bottom plate with reinforcing fins in transverse direction

A bottom connection plate RSL... is included with every straight section of tray (width >= 400 mm)

Load Chart: q = uniformly distributed load (tested according to DIN EN IEC 61537 standard)

bowad o T o ¥ 0 ¥ o Fouad

L&)

Uniformly distributed load q (KN/m)

Support Span (m)

Specified load ratings are independant of splice plate location.

Long Span Cable Tray
solid

model no. height width thick- |delivery| EAN Weight

H B nesst | length code perrn1 00
mm/Inch mm/Inch | mm/Inch m kg

I WRU 105.200 | 105/4,1 | 200/7,8 1,5 6 |311200| 672
z WRU 105.300 | 105/4,1 | 300/11,7 | 1,5 6 |311309| 750
| S |WRU 105.400 | 105/4,1 | 400/156 | 1,5 6 |311408| 829
E WRU 105.500 | 105/4,1 | 500/19,5 | 1,5 6 | 311507 | 907
| S |WRU 105.600 | 105/4,1 | 600/23,4 | 1,5 6 |311606 | 985
| F |WRU105.200 F| 105/4,1 | 200/7,8 | 1,5 | 6 |588305| 672
| F | WRU 105.300 F| 105/4,1 | 300/11,7 | 1,5 6 | 588404 | 750
| F |WRU 105.400 F| 105/4,1 | 400/156 | 1,5 6 | 588503 | 829
I WRU 105.500 F| 105/4,1 | 500/19,5 | 1,5 6 | 588602 | 907
I WRU 105.600 F| 105/4,1 | 600/23,4 | 1,5 6 | 588701 | 985

Solid side rails with reinforcing fins, solid bottom plate with reinforcing fins in transverse direction

A bottom connection plate RSL... is included with every straight section of tray (width >= 400 mm)




Splice Plate

model no. height width acc. incl. EAN Weight
B code per 100

pc.

mm/Inch mm/Inch kg

[ 'S | wsV 105.390 106,5/4,2 | 390/15,2 | 4 FLM 8x13 F |301959 | 118,5
| F | WSV 105.390 F | 106,5/4,2 | 390/15,2 | 4 FLM 8x13 F |302055| 121,5

WSV 105.390 E3| 106,5/4,2 | 390/15,2 | 4 FLM 8x16 E3 | 340132 | 80
For positive locking connections of long span trays and ladders

2 pieces required per joint

Adjustable Splice Plate

vertical
model no. height acc. incl. EAN Weight
H code per 100
pc.
mm/Inch kg

WSGV 105 | 106,5/4,2 | 6 FLM 8x13F |305100| 100
WSGV 105F | 106,5/4,2 | 6 FLM 8x13F | 590308 | 100

WSGV 105 E3| 106,5/4,2 | 6 FLM 8x16 E3 | 725304 | 100
For custom built vertical elbows

2 pieces required per joint
Equipotential bonding guaranteed by bolting the splice plate properly

Adjustable Splice Plate

horizontal
model no. height width acc. incl. EAN Weight
H B code per 100
pc.
mm/Inch mm/Inch kg

WSWV 105.390 106,5/4,2 | 390/15,2 | 6 FLM8x13 F |305377| 93
WSWV 105.390 F | 106,5/4,2 | 390/15,2 | 6 FLM 8x13 F |590452 | 93

WSWV 105.390E3| 106,5/4,2 | 390/15,2 | 6 FLM 8x16 E3 | 725458 | 93
For custom built horizontal elbows

2 pieces required per joint
Equipotential bonding guaranteed by bolting the splice plate properly

Barrier Strip
model no. height | thick- acc. incl. EAN Weight
H ness t code per 100
m
mm/Inch | mm/Inch kg

[S]RwWS85 [80/31| 09 | 4FLM6x12 |237609| 92
[ F/RWS85F |[80/31| 09 | 4FLM6x12F |237708| 92

RW85E3| 80/3,1 | 0,9 |4FLM6x12E3 |333424| 92
To separate wires and cables of different voltage levels or with different functions.

Flange with slotted holes 7x38 mm, spacing 100 mm.

Splice Plate for Barrier Strip

model no. height length EAN Weight
H code per 100
pc.

mm/Inch | mm/Inch kg

RTV 85 E2| 79,5/3,1 | 80/3,1 | 237753| 2

For positive locking connections and proper bonding of barrier strips.




LONG SPAN CABLE TRAY

Mounting Clamp for Barrier Strip E
model no. acc. incl. EAN Weight
code per 100 61
pc.
kg
KLWC 16 FK 6x12, GSM 406 | 289707 | 24

KLWC 16 F | FK 6x10 E3, GSM 406 E3 | 570508 | 5
KLWC 16 E3| FK 6x10 E3, GSM 406 E3 341641 | 5

For attaching barrier strips to rungs (slot width 16 mm) of cable ladders.

Insertable at any position of the rail.

Extension Horizontal Tee
with rounded solid siderails and a corrugated solid bottom

model no. height width acc. incl. EAN Weight
H B code per 100
mm/Inch mm/Inch kg

{E WRTAR 105.200 106,5/4,2 205/8 12 FLM 8x13 F | 949106 | 1131,4
4| S | WRTAR 105.300 106,5/4,2 | 305/11,9 | 12FLM 8x13 F |949113|1199,8
*‘E WRTAR 105.400 106,5/4,2 | 405/15,8 | 12FLM 8x13 F | 949120 | 1268,4
+* z WRTAR 105.500 106,5/4,2 | 505/19,7 | 12 FLM 8x13 F | 949137 | 1337
4| S | WRTAR 105.600 106,5/4,2 | 605/23,6 | 12 FLM 8x13 F | 949144 | 1405,6
+* I WRTAR 105.200F | 106,5/4,2 205/8 12 FLM 8x13 F | 950034 | 1228,2
-#L WRTAR 105.300F | 106,5/4,2 | 305/11,9 | 12 FLM 8x13 F | 950041 | 1301,7 Z 350 !
* L WRTAR 105.400F | 106,5/4,2 | 405/15,8 | 12 FLM 8x13 F | 950058 | 1375,5 <> / e
#| F  WRTAR 105.500F | 106,5/4,2 | 505/19,7 | 12FLM 8x13 F | 950065 | 1449,2 750
4| F | WRTAR 105.600F | 106,5/4,2 | 605/23,6 | 12FLM 8x13 F | 950072 | 1523
+ =) WRTAR105.200E3| 106,5/4,2 205/8 12 FLM 8x16 E3 | 950966 | 1131,4
4 I3 WRTAR105.300E3| 106,5/4,2 | 305/11,9 | 12 FLM 8x16 E3 | 950973 | 1199,8
R E73\ WRTAR105.400E3| 106,5/4,2 | 405/15,8 | 12 FLM 8x16 E3 | 950980 | 1268,4
+#[[=) WRTAR105.500E3| 106,5/4,2 | 505/19,7 | 12 FLM 8x16 E3 | 950997 | 1337
4 =] WRTAR105.600E3| 106,5/4,2 | 605/23,6 | 12 FLM 8x16 E3 | 951000 | 1405,6

The radius of the fittings is such that cables can be installed according to DIN/VDE 0298, part 3
standard.

Horizontal Tee
with rounded solid siderails and a corrugated solid bottom
model no. height width EAN Weight
H B code per 100
mm/Inch | mm/Inch kg

WRTR 105.200 105/4,1 | 200/7,8 |949434 | 1608,6
WRTR 105.300 105/4,1 | 300/11,7 | 949441 | 1855,9
WRTR 105.400 105/4,1 | 400/15,6 | 949458 | 2122,9
WRTR 105.500 105/4,1 | 500/19,5 | 949465 | 2405,9
WRTR 105.600 105/4,1 | 600/23,4 | 949472 | 2697,9
WRTR 105.200 F | 105/4,1 | 200/7,8 |950362 | 1744,8
WRTR 105.300 F | 105/4,1 | 300/11,7 | 950379 | 2011

WRTR 105.400 F | 105/4,1 | 400/15,6 | 950386 | 2298,5
WRTR 105.500 F | 105/4,1 | 500/19,5 | 950393 | 2603,1
WRTR 105.600 F | 105/4,1 | 600/23,4 | 950409 | 2917,4

WRTR 105.200E3| 105/4,1 | 200/7,8 |951185 | 1608,6
=Xj] WRTR 105.300E3| 105/4,1 | 300/11,7 | 951192 | 1855,9
=< WRTR 105.400E3| 105/4,1 | 400/15,6 | 951208 | 2122,9

=} WRTR 105.500E3| 105/4,1 | 500/19,5 | 951215 | 2405,9

WRTR 105.600E3| 105/4,1 | 600/23,4 | 951222 | 2697,9

IS - ||

E3

E3

The radius of the fittings is such that cables can be installed according to DIN/VDE 0298, part 3
standard.




Horizontal Elbow 90°
with rounded solid siderails and a corrugated solid bottom

model no. height width EAN Weight
H B code per 100
mm/Inch mm/Inch kg

%[ S |WRBR105.200 | 105/4,1 | 200/7,8 | 949281 | 958,2
%[ S | WRBR105.300 | 105/4,1 | 300/11,7 | 949298 | 1136,1
%[ S | WRBR105.400 | 105/4,1 | 400/15,6 | 949304 | 1326,7
%[ S | WRBR105.500 | 105/4,1 | 500/19,5 | 949311 | 1530
| S | WRBR105.600 | 105/4,1 | 600/23,4 | 949328 | 1744,8
WRBR 105.200 F | 105/4,1 | 200/7,8 | 950218 | 1040,8
| WRBR 105.300 F | 105/4,1 | 300/11,7 | 950225 | 1232,6
WRBR 105.400 F | 105/4,1 | 400/15,6 | 950232 | 1438,2
| WRBR 105.500 F | 105/4,1 | 500/19,5 | 950249 | 1657,3
+#| F | WRBR 105.600 F | 105/4,1 | 600/23,4 | 950256 | 1888,8

-k WRBR 105.200E3| 105/4,1 | 200/7,8 | 951086 | 958,2
+ =] WRBR 105.300E3| 105/4,1 | 300/11,7 | 951093 | 1136,1
4=} WRBR 105.400E3| 105/4,1 | 400/15,6 | 951109 | 1326,7
+ =] WRBR 105.500E3| 105/4,1 | 500/19,5 | 951116 | 1530

+#[[=] WRBR 105.600E3| 105/4,1 | 600/23,4 | 951123 | 1744,8

The radius of the fittings is such that cables can be installed according to DIN/VDE 0298, part 3
standard.




LONG SPAN CABLE TRAY

Long Span Cable Tray E
ventilated bottom
model no. height width | thick- |delivery| EAN | weight 56
H B nesst | length code per 100
mm/Inch mm/Inch  |mm/Inch m rkr;

I WRL 150.200 150/5,8 | 200/7,8 1,5 6 |313204| 750
z WRL 150.300 150/5,8 | 300/11,7 | 1,5 6 |313303| 815
| S | WRL 150.400 150/5,8 | 400/15,6 | 1,5 6 |313402| 880
E WRL 150.500 150/5,8 | 500/19,5 | 1,5 6 |313501| 945
| S | WRL 150.600 150/5,8 | 600/23,4 | 1,5 6 |313600| 1010
| F |WRL 150.200 F | 150/5,8 | 200/7,8 1,5 6 | 590506 | 750
| F | WRL 150.300 F | 150/5,8 | 300/11,7 | 1,5 6 |590605| 815
| F | WRL 150.400 F | 150/5,8 | 400/15,6 | 1,5 6 |590704 | 880
| F |WRL150.500 F | 150/5,8 | 500/19,5 | 1,5 6 | 590803 | 945
I WRL 150.600 F | 150/5,8 | 600/23,4 | 1,5 6 |590902| 1010

[=KJ] WRL 150.200 E3| 150/5,8 | 200/7,8 1,5 6 | 725502 | 750

=) WRL 150.300 E3| 150/5,8 | 300/11,7 | 1,5 6 | 725526 | 815
B=X1 WRL 150.400 E3| 150/5,8 | 400/15,6 | 1,5 6 | 725540 | 880
TS\ WRL 150.500 E3| 150/5,8 | 500/19,5 | 1,5 6 | 725564 | 945
WRL 150.600 E3| 150/5,8 | 600/23,4 | 1,5 6 | 725588 | 1010

A bottom connection plate RSL... is included with every straight section of tray (width >= 400 mm)

Load Chart: g = uniformly distributed load (tested according to DIN EN |IEC 61537 standard)

fomad o ¥ o F o F o losat

2%

Uniformly distributed load q (KN/m)

@

Support Span (m)
Specified load ratings are independant of splice plate location.

Long Span Cable Tray
solid bottom

model no. height width thick- |delivery| EAN Weight

H B nesst | length code per 100
mm/Inch mm/Inch | mm/Inch m rkT;

E WRU 150.200 150/5,8 | 200/7,8 1,5 6 313709 | 777
z WRU 150.300 150/5,8 | 300/11,7 1,5 6 313808 | 855
| S | WRU 150.400 150/5,8 | 400/15,6 1,5 6 313907 | 934
E WRU 150.500 150/5,8 | 500/19,5 1 6 314003 | 1014
| S | WRU 150.600 150/5,8 | 600/23,4 1,5 6 314102 | 1092
I WRU 150.200 F| 150/5,8 | 200/7,8 1,5 6 591008 | 777
I WRU 150.300 F| 150/5,8 | 300/11,7 1,5 6 591107 | 855
| F | WRU 150.400 F| 150/5,8 | 400/15,6 1,5 6 591206 | 934
I WRU 150.500 F| 150/5,8 | 500/19,5 1,5 6 591305 | 1014
| F | WRU 150.600 F| 150/5,8 | 600/23,4 1,5 6 591404 | 1092

A bottom connection plate RSL... is included with every straight section of tray (width >= 400 mm)




Long Span Cable Tray

ventilated bottom

model no. height width thick- | delivery| EAN Weight
H B nesst | length code per 100
mm/Inch mm/Inch | mm/Inch m rkTZ;

[ S |WRLM 150.200 | 150/5,8 | 200/7,8 | 2 6 |893300| 950
S |WRLM 150.300 | 150/5,8 | 300/11,7 2 6 893317 | 1015
S | WRLM 150.400 150/5,8 | 400/15,6 2 6 893324 | 1080
S |WRLM 150.500 | 150/5,8 | 500/19,5 2 6 [893331| 1145
S | WRLM 150.600 | 150/5,8 | 600/23,4 2 6 893348 | 1210

F | WRLM 150.200 F| 150/5,8 | 200/7,8 2 6 | 893355| 950

F | WRLM 150.300 F| 150/5,8 | 300/11,7 2 6 893362 | 1015
F | WRLM 150.400 F| 150/5,8 | 400/15,6 2 6 | 893379 | 1080

F | WRLM 150.500 F| 150/5,8 | 500/19,5 2 6 | 893386 | 1145
E WRLM 150.600 F| 150/5,8 | 600/23,4 2 6 | 893393 | 1210

A bottom connection plate RSL... is included with every straight section of tray (width >= 400 mm)

Load Chart: q = uniformly distributed load (tested according to DIN EN IEC 61537 standard)
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Support Span (m)
Specified load ratings are independant of splice plate location.

Splice Plate

model no. height width acc. incl. EAN Weight
H B code per 100

pc.

mm/Inch mm/Inch kg

[ 'S | WSV 150.500 151,5/5,9 | 500/19,5 | 4 FLM 8x13 F |301706| 180
| F_|WSV150.500 F | 151,5/59 | 500/19,5 | 4 FLM 8x13F |301805| 180

WSV 150.500 E3| 151,5/5,9 | 500/19,5 | 4 FLM 8x16 E3 | 340149 | 180
For positive locking connections of long span trays and ladders.

2 pieces required per joint
Equipotential bonding guaranteed by bolting the splice plate properly.

Adjustable Splice Plate

vertical
model no. height acc. incl. EAN Weight
H code per 100
pc.
mm/Inch kg

WSGV 150 151,5/59 | 6 FLM 8x13F |305209| 180
WSGV 150 F | 151,5/59 | 6 FLM 8x13 F |593002| 180

WSGV 150 E3| 151,5/5,9 | 6 FLM 8x16 E3 | 726004 | 180
For custom built vertical elbows.

2 pieces required per joint
Equipotential bonding guaranteed by bolting the splice plate properly.




LONG SPAN CABLE TRAY

Adjustable Splice Plate
horizontal
model no. height width acc. incl. EAN Weight
H B code per 100
pc.
mm/Inch mm/Inch kg
WSWV 150 | 151,5/5,9 | 500/19,5 | 6 FLM 8x13F | 305407 | 180
WSWV 150 F | 151,5/5,9 | 500/19,5 | 6 FLM 8x13F |593101| 180

WSWV 150 E3| 151,5/5,9 | 500/19,5 | 6 FLM 8x16 E3 | 726103 | 180

For custom built horizontal elbows.

2 pieces required per joint
Equipotential bonding guaranteed by bolting the splice plate properly.

Barrier Strip
model no. height thick- acc. incl. EAN Weight
H ness t code per 100
m
mm/Inch | mm/Inch kg

[STRW110 |98/38| 09 4FLM6x12 |251001| 90
[ F /RW110F | 98/38 | 09 | 4FLM6x12F [251100| 90

RW110E3| 98/38 | 09 |4FLM6x12E3 |333509| 92

To separate wires and cables of different voltage levels or with different functions.
to separate wires and cables of different voltage levels or with different functions.
Flange with slotted holes 7x38 mm, spacing 100 mm.

Splice Plate for Barrier Strip

model no. height length EAN Weight
H code per 100

pc.

mm/Inch | mm/Inch kg

RTV 110 E2| 97,5/38 | 80/3,1 |251162| 3

For positive locking connections and proper bonding of barrier strips.

Extension Horizontal Tee
with rounded solid siderails and a corrugated solid bottom
model no. height width acc. incl. EAN Weight
H B code per 100
mm/Inch mm/Inch kg

WRTAR 150.200 | 151,5/5,9 | 205/8 12 FLM 8x13 F | 949151 | 1290,1
WRTAR 150.300 | 151,5/5,9 | 305/11,9 | 12 FLM 8x13 F | 949168 | 1358,5
WRTAR 150.400 | 151,5/5,9 | 405/15,8 | 12 FLM 8x13 F | 949175 | 1427 1
WRTAR 150.500 | 151,5/5,9 | 505/19,7 | 12 FLM 8x13 F | 949182 | 1495,7
WRTAR 150.600 | 151,5/5,9 | 605/23,6 | 12 FLM 8x13 F | 949199 | 1564,3
WRTAR 150.200F | 151,5/5,9 | 205/8 12 FLM 8x13 F | 950089 | 1386,9
WRTAR 150.300F | 151,5/5,9 | 305/11,9 | 12 FLM 8x13 F | 950096 | 1460,4
WRTAR 150.400F | 151,5/5,9 | 405/15,8 | 12 FLM 8x13 F | 950102 | 1534,1
WRTAR 150.500F | 151,5/5,9 | 505/19,7 | 12 FLM 8x13 F | 950119 | 1607,9
WRTAR 150.600F | 151,5/5,9 | 605/23,6 | 12 FLM 8x13 F | 950126 | 1681,6

The radius of the fittings is such that cables can be installed according to DIN/VDE 0298, part 3
standard.
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Horizontal Tee
with rounded solid siderails and a corrugated solid bottom

model no. height width EAN Weight
H B code per 100
mm/Inch mm/Inch kg

S |WRTR150.200 | 150/5,8 | 200/7,8 | 949489 | 1815,3
S | WRTR 150.300 | 150/5,8 | 300/11,7 | 949496 | 2067,9
S | WRTR 150.400 | 150/5,8 | 400/15,6 | 949502 | 2340,2
WRTR 150.500 | 150/5,8 | 500/19,5 | 949519 | 26285
WRTR 150.600 | 150/5,8 | 600/23,4 | 949526 | 2925,8
WRTR 150.200 F | 150/5,8 | 200/7,8 | 950416 | 19514
WRTR 150.300 F | 150/5,8 | 300/11,7 | 950423 | 2223
WRTR 150.400 F | 150/5,8 | 400/15,6 | 950430 | 2515,7
WRTR 150.500 F | 150/5,8 | 500/19,5 | 950447 | 2825,6
|_F_| WRTR 150.600 F | 150/5,8 | 600/23,4 | 950454 | 31452
«[[EJ WRTR 150.200E3| 150/5,8 | 200/7,8 |951239 | 18153
+«[IE] WRTR 150.300E3| 150/5,8 | 300/11,7 | 951246 | 2067,9
+[[=] WRTR 150.400E3| 150/5,8 | 400/15,6 | 951253 | 2340,2
+[[FJ WRTR 150.500E3| 150/5,8 | 500/19,5 | 951260 | 26285
+[[Z] WRTR 150.600E3| 150/5,8 | 600/23,4 | 951277 | 2925,8

The radius of the fittings is such that cables can be installed according to DIN/VDE 0298, part 3
standard.
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The splice plates WSV 150.500 are not included. Please order separately.

Horizontal Elbow 90°
with rounded solid siderails and a corrugated solid bottom

model no. height width EAN Weight
H B code per 100
mm/Inch | mm/Inch kg

S | WRBR 150.200 150/5,8 | 200/7,8 |949335|1101,2
S | WRBR 150.300 150/5,8 | 300/11,7 | 949342 | 1287,4
S | WRBR 150.400 150/5,8 | 400/15,6 | 949359 | 1486,4
S | WRBR 150.500 150/5,8 | 500/19,5 | 949366 | 1697,9
S | WRBR 150.600 150/5,8 | 600/23,4 | 949373 | 1921

F | WRBR 150.200 F | 150/5,8 | 200/7,8 |950263 | 1183,8
F | WRBR 150.300 F | 150/5,8 | 300/11,7 | 950270 | 1384

F | WRBR 150.400 F | 150/5,8 | 400/15,6 | 950287 | 1597,9
F | WRBR 150.500 F | 150/5,8 | 500/19,5 | 950294 | 1825,2
F | WRBR 150.600 F | 150/5,8 | 600/23,4 | 950300 | 2065,1
=] WRBR 150.200E3| 150/5,8 | 200/7,8 |951130 | 1101,2
4 |=%)] WRBR 150.300E3| 150/5,8 | 300/11,7 | 951147 | 1287,4
=] WRBR 150.400E3| 150/5,8 | 400/15,6 | 951154 | 1486,4
-+ 1=} WRBR 150.500E3| 150/5,8 | 500/19,5 | 951161 | 1697,9
4 &3] WRBR 150.600E3| 150/5,8 | 600/23,4 | 951178 | 1921

The radius of the fittings is such that cables can be installed according to DIN/VDE 0298, part 3
standard.

The splice plates WSV 150.500 are not included. Please order separately.
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Bottom Connection Plate
for additional requirements

model no. width acc. incl. EAN Weight
B code per 100

pc.

mm/Inch kg

RSL400 | 389/152 | 4FLM6x12 |305445| 27
RSL500 | 489/19,1 | 4FLM6x12 |305469| 34
RSL 600 589/23 | 4FLM6x12 |305483| 41
RSL 400 F | 389/152 | 4FLM6x12F |593149| 27
RSL 500 F | 489/19,1 | 4 FLM6x12F |424214| 34
RSL600F | 589/23 | 4FLM6x12F |593187| 41

EJ RSL 400 E3| 389/15,2 | 4 FLM 6x12 E3 | 726202 | 25
IZ] RSL 500 E3| 489/19,1 | 4 FLM 6x12 E3 | 726301 | 35
=] RSL 600 E3| 589/23 | 4 FLM 6x12 E3 | 726400 | 35

To guarantee smooth bottom plate joints of long span trays (needed only for width > 300 mm).




LONG SPAN CABLE LADDER

Available Side Rail Heights
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LONG SPAN CABLE LADDER

Load / Span Class Designation in accordance

with NEMA VE 1 and CSA E22.2 No. 126.1

Load class in accordance to
Minimum Area NEMA VE 1
NIEDAX Series in accordance Support
(calculational) | to NEMAVE 2 Rated Load spacing Load/Span
mn {in® mm? {in? Kagim / b./ft. mift Class
WSLX 105,300, .. F, ... E3 62707097 452 /0.7 66.5/ 44.7 8r197 8C.C.12C, 16A
WSLX 105400, .. F, ... E3 6270087 452/0.7 GG.5 /447 G197 BC, C, 12C, 184
WSLX 105.500, ... F, ... E3 62701097 452 /0.7 BE.5 1447 61197 8C, C, 12C, 164
WSLX 105.600, ... F, ... E3 627.0/097 452/07 BE6.51/44.7 6/19.7 BC, C, 12C, 18A
WSLX 150200, .. F, ... E3 7620/1.18 645 /1.0 73.0/49.1 6/19.7 BC, 12C, 164, D
wngﬁn.mF. “E3 782.0/1.18 645/1.0 73.0/49.1 67107 BC. 12C. 16A, D
W")Eﬂm. wrFi B 782.0/71.18 645/1.0 73.0/49.1 6/19.7 8C,12C, 16A, D
WSLX 150.500, ... F. ... E3 76207118 B45/1.0 73.0/491 61197 8C. 12C, 16A. D
WSLX 150,600, ... F, ... E3 762.0/1.18 645/1.0 73.0149.1 6/19.7 BC, 12C, 164, D
.WSLMJ{ 150,200, ... F BOG /1.39 645/1.0 122 /82 6197 8C, 12C, 16C, E, 20B
WELMX 150,300, ... F BOG /1.38 645/1.0 122 /B2 6719.7 8C, 12C, 16C, E, 20B
WSLMX 150,400, ... F 896/1.38 645/1.0 122 | B2 6/19.7 8C, 12C, 16C, E, 20B
WSLMX 150.500. ... F B9E /1.39 645/1.0 122 1 82 61197 BC, 12C, 16C, E, 20B
WSLMX 150600, .. F 896/ 1.39 645/1.0 122 /82 6/19.7 BC, 12C, 16C, E, 20B
WSLX 200.200, ... F 92407143 B45/1.0 G3.0/42.3 67197 8C, C, 12C, 16A
WSLX 200,300, .. F 9240/143 645/1.0 63.0/42.3 67197 8C, C, 12C, 164
WSLX 200400, .. F 92407143 645/1.0 63.0/423 61197 8C, C, 12C, 168A
WSLX 200500, ... F 92407143 645/ 1.0 63.0/423 6/19.7 BC, C, 12C, 16A
WSLX 200600 ... F 9240/ 1.43 B45/1.0 63.0/423 6/19.7 8C, C, 12C, 16A
WSLSX 200.200, ... F 1460.0 / 2.26 988 /1.5 260.0/174.7 6/19.7 8C, 12C, 16C, E, 20C
WSLSXIMM_ F 1460.0/2.26 868/15 2680.0/174.7 67197 BC. 12C, 16C, E, 20C
wmgxzuum s F 1460.0/2.26 g968/1.5 260.0/174.7 6/19.7 8C, 12C, 16C. E, 20C
WSLEX 200.500, ... F 1460.0 /226 988/ 1.5 26800 /174.7 6/19.7 8C, 12C, 16C, E, 20C
'WSLSX 200.600, ... F 1480.0/2.26 968 /1.5 260.0/1747 | 67197 8C, 12C, 16C, E, 20C

The Niedax Long Span Ladder with 6" side rail height is also available with a NEMA 20 C load rating. The basic design is similar to
the WSLM 150 series, but the heavier duty 2986 rungs will allow a higher load rating. The WSLMX 150 long span ladder is available
in 450 mm (18“), 600 mm (24"}, 750 mm (30“) and 300 mm ( 36") width. The thickness of siderails and rungs is 2 mm (14 gauge).
Siderail height is 150mm (6) with a load depth of 126 mm (5"). Standard rung spacing is 300 mm (10*).

WSLMX 150.453-86 in S, F, E3, E5
WSLMX 150.603-86 in S, F, E3, ES
WSLMX 150.753-86 in S, F, E3, E5
WSLMX 150.903-86 in S, F, E3, ES




Long Span Cable Ladder

C-rail rungs with 16 mm slot width

model no. height width thick- |delivery| EAN Weight
H B nesst | length code per 100
mm/Inch mm/Inch | mm/Inch m rkng

[ S |wsSL105.200 | 105/4,1 | 200/7,8 | 1,5 | 6 |300600| 534
S | WSL 105.300 105/4,1 | 300/11,7 | 1,5 6 | 300709 | 559
S | WSL 105.400 105/4,1 | 400/15,6 1,5 6 300808 | 584
S | WSL 105.500 105/4,1 | 500/19,5 | 1,5 6 | 300907 | 609
S | WSL 105.600 105/4,1 | 600/23,4 1,5 6 301003 | 634
F | WSL 105.200 F | 105/4,1 | 200/7,8 1,5 6 | 577606 | 534
F | WSL 105.300 F | 105/4,1 | 300/11,7 1,5 6 577705 | 559
F | WSL 105.400 F | 105/4,1 | 400/156 | 1,5 6 | 577804 | 584
F | WSL 105.500 F | 105/4,1 | 500/19,5 | 1,5 6 577903 | 609
E WSL 105.600 F | 105/4,1 | 600/23,4 | 1,5 6 | 578009 | 634
WSL 105.200 E3| 105/4,1 | 200/7,8 1,5 6 726509 | 534
=] WSL 105.300 E3| 105/4,1 | 300/11,7 | 1,5 6 | 726523 | 559
H=X] wsL 105.400 E3| 105/4,1 | 400/15,6 1,5 6 726547 | 584
IR WsL 105.500 E3| 105/4,1 | 500/19,5 | 1,5 6 | 726561 | 609
WSL 105.600 E3| 105/4,1 | 600/23,4 1,5 6 726585 | 634

Corresponding yoke clamps (B... and BK...) are listed in a separate section of this catalog.

Load Chart: g = uniformly distributed load (tested according to DIN EN IEC 61537 standard)
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Uniformly distributed load q (KN/m)
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Support Span (m)
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Specified load ratings are independant of splice plate location.

Splice Plate

model no. height width acc. incl. EAN Weight
H B code per 100

pc.

mm/Inch mm/Inch kg

WSV 105.390 106,5/4,2 | 390/15,2 | 4 FLM8x13F |301959| 118,5
| F |WSV105.390 F | 106,5/4,2 | 390/15,2 | 4 FLM 8x13 F |302055| 121,5

WSV 105.390 E3| 106,5/4,2 | 390/15,2 | 4 FLM 8x16 E3 | 340132 | 80
For positive locking connections of long span trays and ladders

2 pieces required per joint

Adjustable Splice Plate

vertical
model no. height acc. incl. EAN Weight
H code per 100
pc.
mm/Inch kg

WSGV 105 | 106,5/4,2 | 6 FLM 8x13F |305100| 100
[ F |wsGV105F | 106,5/4,2 | 6 FLM8x13F |590308| 100

WSGV 105 E3| 106,5/4,2 | 6 FLM 8x16 E3 | 725304 | 100
For custom built vertical elbows

2 pieces required per joint
Equipotential bonding guaranteed by bolting the splice plate properly




LONG SPAN CABLE LADDER

Adjustable Splice Plate
horizontal
model no. height width acc. incl. EAN Weight
H B code | per 100
pc.

mm/Inch mm/Inch kg

[ S |WSWv 105.390 | 106,5/4,2 | 390/15,2 | 6 FLM 8x13F |305377 | 93
[_F | WsWV 105.390 F | 106,5/4,2 | 390/15,2 | 6 FLM 8x13F |590452| 93

WSWV 105.390E3| 106,5/4,2 | 390/15,2 | 6 FLM 8x16 E3 | 725458 | 93
For custom built horizontal elbows

2 pieces required per joint
Equipotential bonding guaranteed by bolting the splice plate properly

Barrier Strip
model no. height thick- acc. incl. EAN Weight
ness t code per 100
m
mm/Inch | mm/Inch kg

[S]RwWS85 [80/31| 09 | 4FLM6x12 |237609| 92
RW85F | 80/3,1 | 09 | 4FLM6x12F [237708| 92

RW85E3| 80/3,1 | 0,9 |4FLM6x12E3 |333424| 92

To separate wires and cables of different voltage levels or with different functions.

Flange with slotted holes 7x38 mm, spacing 100 mm.

Splice Plate for Barrier Strip

model no. height length EAN Weight
H code per 100
pc.

mm/Inch | mm/Inch kg

RTV 85E2| 79,5531 | 80/3,1 | 237753| 2

For positive locking connections and proper bonding of barrier strips.

Mounting Clamp for Barrier Strip

model no. acc. incl. EAN Weight
code per 100
pc.
kg
KLWC 16 FK 6x12, GSM 406 289707 | 24

KLWC 16 F | FK 6x10 E3, GSM 406 E3 | 570508 | 5
KLWC 16 E3| FK 6x10 E3, GSM 406 E3 | 341641| 5

For attaching barrier strips to rungs (slot width 16 mm) of cable ladders.

Insertable at any position of the rail.

61




Extension Horizontal Tee n
with rounded solid siderails and slotted rungs *
model no. height width acc. incl. EAN | weight 65
H B code per 100
mm/Inch mm/Inch kg

ii WSTAR 105.200 106,5/4,2 205/8 12 FLM 8x13 F | 949588 | 841,7 168 <
#| S |WSTAR 105.300 | 106,5/4,2 | 305/11,9 | 12FLM 8x13 F |949595 | 878,6
4| S | WSTAR 105.400 106,5/4,2 | 405/15,8 | 12FLM 8x13 F | 949601 | 915,3
ﬁi WSTAR 105.500 | 106,5/4,2 | 505/19,7 | 12 FLM 8x13 F | 949618 | 955,3 /%
#| S |WSTAR 105.600 | 106,5/4,2 | 605/23,6 | 12 FLM 8x13 F | 949625 | 987,1 /(
#| F | WSTAR 105.200F | 106,5/4,2 | 205/8 12 FLM 8x13 F | 950515 | 916,8 >
#| F | WSTAR 105.300F | 106,5/4,2 | 305/11,9 | 12FLM 8x13 F |950522 | 956,4 50 250 ° o
#| F | WSTAR 105.400F | 106,5/4,2 | 405/15,8 | 12 FLM 8x13 F |950539 | 995,9 ’\/\> /
4| F | WSTAR 105.500F | 106,5/4,2 | 505/19,7 | 12 FLM 8x13 F | 950546 | 1038,9 750
{I WSTAR 105.600F | 106,5/4,2 | 605/23,6 | 12 FLM 8x13 F | 950553 | 1073,1
-k WSTAR105.200E3 | 106,5/4,2 205/8 12 FLM 8x16 E3 | 951284 | 841,7
4 [&] WSTAR105.300E3| 106,5/4,2 | 305/11,9 | 12 FLM 8x16 E3 | 951291 | 878,6
4=} WSTAR105.400E3| 106,5/4,2 | 405/15,8 | 12 FLM 8x16 E3 | 951307 | 915,3
1: WSTAR105.500E3| 106,5/4,2 | 505/19,7 | 12 FLM 8x16 E3 | 951314 | 955,3
-k WSTAR105.600E3| 106,5/4,2 | 605/23,6 | 12 FLM 8x16 E3 | 951321 | 987,1

The radius of the fittings is such that cables can be installed according to DIN/VDE 0298, part 3
standard.

Horizontal Elbow 90°
with rounded solid siderails and slotted rungs

model no. height width EAN Weight
H B code per 100
mm/Inch mm/Inch kg

WSBR 105.200 105/4,1 | 200/7,8 | 949731 | 902,2
WSBR 105.300 105/4,1 | 300/11,7 | 949748 | 995,2
WSBR 105.400 105/4,1 | 400/15,6 | 949755 | 1117,7
WSBR 105.500 105/4,1 | 500/19,5 | 949762 | 1214,3
WSBR 105.600 105/4,1 | 600/23,4 | 949779 | 1314,6
WSBR 105.200 F | 105/4,1 | 200/7,8 | 950669 | 974,2
WSBR 105.300 F | 105/4,1 | 300/11,7 | 950676 | 1074,2
WSBR 105.400 F | 105/4,1 | 400/15,6 | 950683 | 1205,9
WSBR 105.500 F | 105/4,1 | 500/19,5 | 950690 | 1309,7
| F | WSBR105.600 F | 105/4,1 | 600/23,4 | 950706 | 1417,5
-k WSBR 105.200E3| 105/4,1 | 200/7,8 | 951383 | 902,2
1=} WSBR 105.300E3| 105/4,1 | 300/11,7 | 951390 | 995,2
4 |=8]] WSBR 105.400E3| 105/4,1 | 400/15,6 | 951406 | 1117,7
+ =¢] WSBR 105.500E3| 105/4,1 | 500/19,5 | 951413 | 1214,3
4cI=¢J] WSBR 105.600E3| 105/4,1 | 600/23,4 | 951420 | 1314,6

The radius of the fittings is such that cables can be installed according to DIN/VDE 0298, part 3
standard.
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Horizontal Tee
with rounded solid siderails and slotted rungs
model no. height width EAN Weight
H B code per 100
mm/Inch | mm/Inch kg

WSTR 105.200 105/4,1 | 200/7,8 | 949885 | 1418,3
WSTR 105.300 105/4,1 | 300/11,7 | 949892 | 1527,5
WSTR 105.400 105/4,1 | 400/15,6 | 949908 | 1691,1
WSTR 105.500 105/4,1 | 500/19,5 | 949915 | 1887

WSTR 105.600 105/4,1 | 600/23,4 | 949922 | 2015,3
WSTR 105.200 F | 105/4,1 | 200/7,8 |950812 | 1533,5
WSTR 105.300 F | 105/4,1 | 300/11,7 | 950829 | 1650,8
WSTR 105.400 F | 105/4,1 | 400/15,6 | 950836 | 1826,7
WSTR 105.500 F | 105/4,1 | 500/19,5 | 950843 | 2037,3
WSTR 105.600 F | 105/4,1 | 600/23,4 | 950850 | 2175,2

[=¢l] WSTR 105.200E3| 105/4,1 | 200/7,8 |951482 | 1418,3
=<l WSTR 105.300E3| 105/4,1 | 300/11,7 | 951499 | 15627,5
=] WSTR 105.400E3| 105/4,1 | 400/15,6 | 951505 | 1691,1

WSTR 105.500E3| 105/4,1 | 500/19,5 | 951512 | 1887
WSTR 105.600E3| 105/4,1 | 600/23,4 | 951529 | 2015,3

b4 E3
84 E3

The radius of the fittings is such that cables can be installed according to DIN/VDE 0298, part 3
standard.
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LONG SPAN CABLE LADDER

Long Span Cable Ladder
C-rail rungs with 16 mm slot width
model no. height width thick- |delivery| EAN Weight
H B nesst | length code perrn‘l 00 2970 @
mm/Inch mm/Inch | mm/Inch m kg r_—‘ J

I WSL 150.200 150/5,8 | 200/7,8 1,5 6 301102 | 560 1,50 |
z WSL 150.300 150/5,8 | 300/11,7 | 1,5 6 |301201| 637 ; ‘ 15
| S | WSL 150.400 150/5,8 | 400/15,6 1,5 6 301300 | 660 ‘
E WSL 150.500 150/5,8 | 500/19,5 | 1,5 6 | 301508 | 684 + - 4
| S | WSL 150.600 150/5,8 | 600/23,4 1,5 6 301607 | 707
| F |WSL150.200 F | 150/5,8 | 200/7,8 1,5 6 | 579600 | 560
| F | WSL150.300 F | 150/5,8 | 300/11,7 1,5 6 579709 | 637
| F | WSL 150.400 F | 150/5,8 | 400/156 | 1,5 6 | 579808 | 660
| F | WSL 150.500 F | 150/5,8 | 500/19,5 | 1,5 6 579907 | 684
I WSL 150.600 F | 150/5,8 | 600/23,4 5 6 | 580002 | 707
WSL 150.200 E3| 150/5,8 | 200/7,8 1,5 6 727001 560

=K} WSL 150.300 E3| 150/5,8 | 300/11,7 | 1,5 6 | 727025| 637
H=X1 wsL 150.400 E3| 150/5,8 | 400/15,6 1,5 6 727049 | 660
TS\ WSL 150.500 E3| 150/5,8 | 500/19,5 | 1,5 6 | 727063 | 684
WSL 150.600 E3| 150/5,8 | 600/23,4 1,5 6 727087 | 707

Load Chart: q = uniformly distributed load (tested according to DIN EN IEC 61537 standard)
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Uniformly distributed load q (KN/m)

Support Span ?m)
Specified load ratings are independant of splice plate location.
Long Span Cable Ladder
C-rail rungs with 16 mm slot width
model no. height width thick- |delivery| EAN Weight
H B nesst | length code perrn1 00 2970 @

mm/Inch mm/Inch | mm/Inch m kg ’—_—‘ J
E WSLM 150.200 150/5,8 | 200/7,8 2 6 893409 | 740 1,50 p— | =y
E WSLM 150.300 150/5,8 | 300/11,7 2 6 893416 | 840 ; I 15
'S | WSLM 150.400 150/5,8 | 400/15,6 2 6 893423 | 860 |
i WSLM 150.500 150/5,8 | 500/19,5 2 6 893430 | 880 + 30 +
| S | WSLM 150.600 150/5,8 | 600/23,4 2 6 893447 | 900
| F | WSLM 150.200 F| 150/5,8 | 200/7,8 | 2 6 |579518| 740
I WSLM 150.300 F| 150/5,8 | 300/11,7 2 6 579525 | 840
| F | WSLM 150.400 F 150/5,8 | 400/15,6 2 6 579532 | 860
I WSLM 150.500 F| 150/5,8 | 500/19,5 2 6 579549 | 880
I WSLM 150.600 F| 150/5,8 | 600/23,4 2 6 579556 | 900

Load Chart: g = uniformly distributed load (tested according to DIN EN |IEC 61537 standard)
T I T I T

s — WL 150
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Uniformly distributed load q (KN/m)

Support Span (m)
Specified load ratings are independant of splice plate location.




Splice Plate

model no. height width acc. incl. EAN Weight
H B code per 100

pc.

mm/Inch mm/Inch kg

[ 'S | wsV 150.500 151,5/5,9 | 500/19,5 | 4 FLM 8x13F |301706| 180
| F | WSV 150.500 F | 151,5/5,9 | 500/19,5 | 4 FLM 8x13F |301805| 180

WSV 150.500 E3| 151,5/5,9 | 500/19,5 | 4 FLM 8x16 E3 | 340149 | 180
For positive locking connections of long span trays and ladders.

2 pieces required per joint
Equipotential bonding guaranteed by bolting the splice plate properly.

Adjustable Splice Plate

vertical
model no. height acc. incl. EAN Weight
H code per 100
pc.
mm/Inch kg

WSGV 150 151,5/59 | 6 FLM 8x13 F | 305209 | 180
WSGV 150 F | 151,5/5,9 | 6 FLM 8x13F |593002| 180

WSGV 150 E3| 151,5/5,9 | 6 FLM 8x16 E3 | 726004 | 180
For custom built vertical elbows.

2 pieces required per joint
Equipotential bonding guaranteed by bolting the splice plate properly.

Adjustable Splice Plate

horizontal
model no. height width acc. incl. EAN Weight
H B code per 100
pc.
mm/Inch mm/Inch kg

[ S |WSWV150 | 151,5/59 | 500/19,5 | 6 FLM8x13F |305407 | 180
[[F |wswv 150 F | 151,5/59 | 500/19,5 | 6 FLM 8x13F |593101| 180

WSWV 150 E3| 151,5/5,9 | 500/19,5 | 6 FLM 8x16 E3 | 726103 | 180
For custom built horizontal elbows.

2 pieces required per joint
Equipotential bonding guaranteed by bolting the splice plate properly.

Barrier Strip
model no. height | thick- acc. incl. EAN Weight
H ness t code per 100
m
mm/Inch | mm/Inch kg

[STRW110 |98/38| 09 4FLM6x12 |251001| 90
[ F /RW110F | 98/38 | 09 | 4FLM6x12F [251100| 90

RW110E3| 98/38 | 09 |4FLM6x12E3 |333509| 92

To separate wires and cables of different voltage levels or with different functions.
to separate wires and cables of different voltage levels or with different functions.
Flange with slotted holes 7x38 mm, spacing 100 mm.




LONG SPAN CABLE LADDER

Splice Plate for Barrier Strip ' I”'” E
model no. height length EAN Weight
H code per 100 61
mm/Inch | mm/Inch pl?g
RTV 110 E2| 97,5/38 | 80/3,1 |251162| 3 }\/

For positive locking connections and proper bonding of barrier strips. 1

Mounting Clamp for Barrier Strip E
model no. acc. incl. EAN Weight
code per 100 61
pc.
kg
KLWC 16 FK 6x12, GSM 406 289707 | 2,4

KLWC 16 F | FK 6x10 E3, GSM 406 E3 | 570508 | 5
KLWC 16 E3| FK 6x10 E3, GSM 406 E3 | 341641| 5

For attaching barrier strips to rungs (slot width 16 mm) of cable ladders.

Insertable at any position of the rail.

Extension Horizontal Tee I‘“ n
with rounded solid siderails and slotted rungs (slotwidth 16 mm) "
model no. height width acc. incl. EAN | Weight 65
H B code per 100
mm/Inch mm/Inch kg

WSTAR 150.200 | 151,5/59 | 205/8 | 12 FLM 8x13 F | 949632 | 1000,4
WSTAR 150.300 | 151,5/59 | 305/11,9 | 12 FLM 8x13 F | 949649 | 1037,3
WSTAR 150.400 | 151,5/5,9 | 405/15,8 | 12 FLM 8x13 F | 949656 | 1074
WSTAR 150.500 | 151,5/5,9 | 505/19,7 | 12 FLM 8x13 F | 949663 | 1114
WSTAR 150.600 | 151,5/59 | 605/23,6 | 12 FLM 8x13 F | 949670 | 1145,8
WSTAR 150.200F | 151,5/59 | 205/8 | 12 FLM 8x13 F | 950560 | 1075,4
WSTAR 150.300F | 151,5/5,9 | 305/11,9 | 12 FLM 8x13 F | 950577 | 1115,1 RE
WSTAR 150.400F | 151,5/5,9 | 405/15,8 | 12 FLM 8x13 F | 950584 | 1154,6 250 j o BN
WSTAR 150.500F | 151,5/5,9 | 505/19,7 | 12 FLM 8x13 F | 950591 | 1197,6

WSTAR 150.600F | 151,5/5,9 | 605/23,6 | 12 FLM 8x13 F | 950607 | 1231,7

The radius of the fittings is such that cables can be installed according to DIN/VDE 0298, part 3
standard.

1003 +B
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Horizontal Tee
with rounded solid siderails and slotted rungs (slotwidth 16 mm)
model no. height width EAN Weight
H B code per 100
mm/Inch mm/Inch kg

WSTR 150.200 150/5,8 | 200/7,8 | 949939 | 1534,8
WSTR 150.300 150/5,8 | 300/11,7 | 949946 | 1644

WSTR 150.400 150/5,8 | 400/15,6 | 949953 | 1807,6
WSTR 150.500 150/5,8 | 500/19,5 | 949960 | 2003,5
WSTR 150.600 150/5,8 | 600/23,4 | 949977 | 2131,8
WSTR 150.200 F | 150/5,8 | 200/7,8 |950867 | 1649,9
WSTR 150.300 F | 150/5,8 | 300/11,7 | 950874 | 1767,3
WSTR 150.400 F | 150/5,8 | 400/15,6 | 950881 | 1943,2
WSTR 150.500 F | 150/5,8 | 500/19,5 | 950898 | 2153,8
WSTR 150.600 F | 150/5,8 | 600/23,4 | 950904 | 2291,7

-K WSTR 150.200E3| 150/5,8 | 200/7,8 | 951536 | 1534,8
4 J=¢] WSTR 150.300E3| 150/5,8 | 300/11,7 | 951543 | 1644
4 |=8)] WSTR 150.400E3| 150/5,8 | 400/15,6 | 951550 | 1807,6
4 J=¢)] WSTR 150.500E3| 150/5,8 | 500/19,5 | 951567 | 2003,5
4= WSTR 150.600E3| 150/5,8 | 600/23,4 | 951574 | 2131,8

The radius of the fittings is such that cables can be installed according to DIN/VDE 0298, part 3
standard.

The splice plates WSV 150.500 are not included. Please order separately.
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Horizontal Elbow 90°
with rounded solid siderails and slotted rungs (slotwidth 16 mm)

model no. height width EAN Weight
H B code per 100
mm/Inch mm/Inch kg

E WSBR 150.200 150/5,8 | 200/7,8 | 949786 | 960,4
S | WSBR 150.300 150/5,8 | 300/11,7 | 949793 | 1053,4
S | WSBR 150.400 150/5,8 | 400/15,6 | 949809 | 1175,9

WSBR 150.500 150/5,8 | 500/19,5 | 949816 | 1272,5

WSBR 150.600 150/5,8 | 600/23,4 | 949823 | 1372,8

WSBR 150.200 F | 150/5,8 | 200/7,8 |950713 | 1032,4

WSBR 150.300 F | 150/5,8 | 300/11,7 | 950720 | 1132,4

WSBR 150.400 F | 150/5,8 | 400/15,6 | 950737 | 1264,1

WSBR 150.500 F | 150/5,8 | 500/19,5 | 950744 | 1367,9

E WSBR 150.600 F | 150/5,8 | 600/23,4 | 950751 | 1475,8

-k WSBR 150.200E3| 150/5,8 | 200/7,8 |951437 | 960,4

+ [j=¢] WSBR 150.300E3| 150/5,8 | 300/11,7 | 951444 | 1053,4

4 =3 WSBR 150.400E3| 150/5,8 | 400/15,6 | 951451 | 1175,9

+ =] WSBR 150.500E3| 150/5,8 | 500/19,5 | 951468 | 1272,5

-k WSBR 150.600E3| 150/5,8 | 600/23,4 | 951475 | 1372,8

The radius of the fittings is such that cables can be installed according to DIN/VDE 0298, part 3
standard.
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The splice plates WSV 150.500 are not included. Please order separately.

Ladder Drop Out

model no. width acc. incl. EAN Weight
B code per 100
pc.
mm/Inch kg
S | WLAB 200 190/7,4 2 FK 6x12, 2 GSM 406 899739 | 60

S | WLAB 300 290/11,3 2 FK 6x12, 2 GSM 406 899746 | 90
S | WLAB 400 390/15,2 2 FK 6x12, 2 GSM 406 899753 | 120
WLAB 500 490/19,1 2 FK 6x12, 2 GSM 406 899760 | 150
WLAB 600 590/23 2 FK 6x12, 2 GSM 406 899777 | 180
WLAB 200 F | 190/7,4 | 2 FK6x10 E3, 2 GSM 406 E3 | 900220 | 60
WLAB 300 F | 290/11,3 | 2 FK 6x10 E3, 2 GSM 406 E3 | 900237 | 90
WLAB 400 F | 390/15,2 | 2 FK6x10 E3, 2 GSM 406 E3 | 900244 | 120
WLAB 500 F | 490/19,1 | 2 FK 6x10 E3, 2 GSM 406 E3 | 900251 | 150
E WLAB 600F | 590/23 | 2 FK6x10 E3, 2 GSM 406 E3 | 900268 | 180

=) WLAB 200 E3| 190/7,4 | 2 FK 6x10 E3, 2 GSM 406 E3 | 900015 | 60
=<l WLAB 300 E3| 290/11,3 | 2 FK6x10 E3, 2 GSM 406 E3 | 900022 | 90
H=X] WLAB 400 E3| 390/15,2 | 2 FK 6x10 E3, 2 GSM 406 E3 | 900039 | 120
IEE] WLAB 500 E3| 490/19,1 | 2 FK 6x10 E3, 2 GSM 406 E3 | 900046 | 150
WLAB 600 E3| 590/23 | 2 FK6x10 E3, 2 GSM 406 E3 | 900053 | 180

im0

with rounded edges to protect cables at the joint

For: long span cable ladders with C-rail rungs and a slot width of 16 mm




LONG SPAN CABLE LADDER ACCESSORIES

Cover for Long Span Cable Trays/Ladders

with turnbolt locks

model no. width acc. incl. EAN Weight
B code per 100
mm/Inch rkr;
[ 'S | wbvV 200 204/8 6 WDRS 20 | 309801 | 187
z WDV 300 304/11,9 6 WDRS 20 | 309900 | 264
| S | WDV 400 404/15,8 6 WDRS 20 310005 | 344 z
E WDV 500 504/19,7 6 WDRS 20 |310104 | 424 j\
| S | WDV 600 604/23,6 6 WDRS 20 |310203| 500 }\
| F | WDV 200F 204/8 6 WDRS 20 F | 596003 | 187
| F |WDV300F | 304/11,9 | 6 WDRS20F | 596102 | 264
| F |WDV400F | 404/158 | 6 WDRS 20 F | 596201 | 344
| F  WDV500F | 504/19,7 | 6 WDRS 20 F | 596300 | 424
I WDV 600 F | 604/23,6 | 6 WDRS 20 F | 596409 | 500
=) ‘ WDV 200 E3| 204/8 6 WDRS 20 E3 | 806508 | 160
=] WDV 300 E3| 304/11,9 | 6 WDRS 20 E3 | 806522 | 250
H=X1 wbpvV 400 E3| 404/15,8 | 6 WDRS 20 E3 | 806546 | 356
E73\ WDV 500 E3| 504/19,7 | 6 WDRS 20 E3 | 806560 | 423
WDV 600 E3| 604/23,6 | 6 WDRS 20 E3 | 806584 | 490

For outdoor service covers need to be secured against windloads using cover clamps or steel cable ties.
Please use turnbolt lock WDRS 20 for extra needs.

model no. inside EAN Weight
dimension (B)| code per 100

7.5
mm/Inch kg
WTARDV 200 204/8 966707 | 267,8
WTARDV 300 304/11,9 | 966714 | 328,3 >
WTARDV 400 404/15,8 | 966721 | 389,5 B

WTARDV 500 504/19,7 | 966738 | 450,6
WTARDV 600 604/23,6 |966745| 511,8
WTARDV 200 F 204/8 966752 | 283,9
WTARDV 300 F | 304/11,9 | 966769 | 348

WTARDV 400 F | 404/15,8 | 966776 | 412,9
WTARDV 500 F | 504/19,7 | 966783 | 477,6
| F |WTARDV 600 F | 604/23,6 |966790 | 542,5
+* WTARDV 200 E3| 204/8 966806 | 267,8
4 =¢] WTARDV 300 E3| 304/11,9 |966813| 328,3
4c|=8]] WTARDV 400 E3| 404/15,8 | 966820 | 389,5
4 =€) WTARDV 500 E3| 504/19,7 | 966837 | 450,6
4cI=¢J] WTARDV 600 E3| 604/23,6 |966844| 511,8

Turn-bolt locks for finish F and E3 are always made of stainless steel type E5.
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For outdoor service covers need to be secured against windloads using cover clamps or steel cable ties.

model no. inside EAN Weight
dimension (B)| code per 100
mm/Inch kg

+#[ S | WTRDV 200 204/8 | 966554 | 509,9
%[ S | WTRDV 300 304/11,9 | 966561 | 7252
% S |WTRDV400 | 404/158 |966578| 957,6
%[ S | WTRDV 500 504/19,7 | 966585 | 1205,8
4| S | WTRDV 600 604/23,6 | 966592 | 1469,6
%[ F |WTRDV200F | 204/8 |966608| 540,5
4| F | WTRDV300F | 304/11,9 |966615| 768,7
| F | WTRDV 400 F | 404/158 |966622 | 1015,1
| F |WTRDV 500 F | 504/19,7 |966639 | 12781
4| F |WTRDV 600 F | 604/23,6 | 966646 | 1557,8
| EJ WTRDV 200 E3| 204/8 | 966653 | 509,9
+[[I=0 WTRDV 300 E3| 304/11,9 | 966660 | 725,2
=0 WTRDV 400 E3| 404/15,8 | 966677 | 957,6
=] WTRDV 500 E3| 504/19,7 | 966684 | 1205,8
=] WTRDV 600 E3| 604/23,6 | 966691 | 1469,6

Turn-bolt locks for finish F and E3 are always made of stainless steel type E5.
For outdoor service covers need to be secured against windloads using cover clamps or steel cable ties.




Cover for 90° Horizontal Elbow
with turnbolt locks
model no. inside EAN Weight
dimension (B)| code per 100
mm/Inch kg

[ S | WBRDV 200 204/8 | 966400 | 254,6
S | WBRDV 300 304/11,9 | 966417 | 386,4
S | WBRDV 400 404/15,8 | 966424 | 531,5

WBRDV 500 504/19,7 | 966431 | 688,9

WBRDV 600 604/23,6 | 966448 | 858,7

WBRDV 200 F | 204/8 |966455| 269,9

WBRDV 300 F | 304/11,9 |966462| 409,6

WBRDV 400 F | 404/15,8 |966479 | 5634

WBRDV 500 F | 504/19,7 |966486 | 730,2

| F |WBRDV600F | 604/236 |966493| 910,2

[ WBRDV 200 E3| 204/8 | 966509 | 254,6

+[=] WBRDV 300 E3| 304/11,9 | 966516 | 386,4

4=} WBRDV 400 E3| 404/15,8 | 966523 | 531,5

+ =0 WBRDV 500 E3| 504/19,7 | 966530 | 688,9

+[[Z] WBRDV 600 E3| 604/23,6 |966547 | 858,7

Turn-bolt locks for finish F and E3 are always made of stainless steel type E5.
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For outdoor service covers need to be secured against windloads using cover clamps or steel cable ties.

Turn-bolt Lock

model no. acc. incl. EAN Weight
code per 100
pc.
kg
WDRS 20 1FLM 6x12,1 SM 6 310609 | 3

WDRS 20 F | 1 FLM 6x12E3, 1 USM6 E3, 1 SM6 E3 | 596508 | 3
WDRS 20 E3| 1 FLM 6x12 E3, 1 USM 6 E3, 1 SM 6 E3 | 809004 | 3

for field installation

Turnbolt locks need to be installed at a minimum distance of 50 mm (2") from each end of the cover.

Mounting Clamp for Long Span Ladders

model no. acc. incl. EAN Weight
code per 100
pc.
kg
WSTB2 | 1FLM8x25F |305506| 11,6
WSTB 2 E3\ 1SKM 8x25 E3 | 726424 | 5

For: KTAS, KTASS, KTTS and KTTSS brackets

Two Hole Corner Angle

model no. thick- acc. incl. EAN Weight
ness t code per 100
pc.
mm/Inch kg
WWU 150/8 5 1FLM 8x16 F |194506 | 21
WWU 150/8 E3| 4 | 1FLM 8x16 E3 | 344307 | 21
for floor-, ceiling- or wall-mount
Three Hole Corner Angle
model no. thick- acc. incl. EAN Weight
ness t code per 100
pc.
mm/Inch kg
WWA 100 5 1FLM 10x25 F [194759| 30
WWA 100 E3| 4 | 1FLM10x25E3 |344345| 194

for floor-, ceiling- or wall-mount




CABLE TRAY SYSTEM

Surface Metal Raceway

—_1 Surface Metal Raceways
1 Fittings

1 Accessoires

& 256



(NIEDAX

Niedax surface metal raceways are designed for routing low volta-
ge power circuits, data network and control cables in commercial,
institutional and industrial applications. The system consists of a
base section with a snapon cover, dividers and a wide range of
fittings. It's easy to install, expand and reconfigure. Direct wall

mount is permitted. Various finishes are available.




SURFACE METAL RACEWAY

General

1 scoPe

r circuits andlor data network, voice, video and
onsist of straight seclions, appropriate fittings and

| CLASSIFICATION AND USE

s as covered in Arlicle 386 of the National
' The NIEDAX Raceway System is listed
for the fitings, with a UL designation
designation in accordance with Canadian

MATERIALS _
ed pre-galvanized steel or stainless steel (304; 1.4301)

RACEWAY
i %HPWPSHIWHHE on a common base.

.:gﬁ'm_mn widih.
FITTINGS
gs. inside and outside elbows, splice plates,

MECHANICAL SECURITY

ELECTRICAL SECURITY
sus and bonded in accordance with the National Electric

RACEWAY SUPPORT
eeding 1.2m (4 ft)

Ju U U u Ut

COMPLETENESS
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Surface Metal Raceway m E
cover included
model no. height | width |RAL colour| EAN | Weight &
H B code per 100
m
mm/Inch | mm/Inch kg +
LLK 16.016 | 16/0,6 | 16/0,6 | — |506705| 30 50
LLK 16.030 16/0,6 | 30/1,2 — 506804 | 42,5 “’T
€ |LLK16.016 R | 16/0,6 | 16/0,6 | 9010 |507559| 30
> | LLK16.030R | 16/0,6 | 30/1,2 | 9010 |507573| 42,5 250
€ |LLK16.016 W | 16/0,6 | 16/0,6 | 9001 |507009| 30
€ |LLK16.030 W | 16/0,6 | 30/1,2 | 9001 |507108| 425
=) LLK 16.016 E3| 16/0,6 | 16/0,6 — 519828 | 15 12 +
=X]] LLK 16.030 E3| 16/0,6 | 30/1,2 — 519842 | 18 50
LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect 4
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism. } T
Powder coating finish available in various colours. 420 250

Splice plates to be ordered seperately. !
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SURFACE METAL RACEWAY

Surface Metal Raceway IE E

cover included

model no. height | width |RAL colour| EAN | Weight 66
H B code per 100
m

mm/Inch| mm/Inch kg
LLK 26.030 26/1 | 301,2| — |506903| 52,5
€ |LLK26.030R | 26/1 | 30/1,2 | 9010 |507597 | 52,5
€ |LLK26.030 W | 26/1 | 30/1,2 | 9001 |507207| 52,5

=) LLK 26.030 E3| 26/1 | 30/1,2 — 519866 | 24
LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

Powder coating finish available in various colours.
Splice plates to be ordered seperately.
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Splice Plate

model no. width EAN Weight
code per 100

pc.

mm/Inch kg

LST 16.016| 74/2,9 | 516209 5

LST 16.030| 74/2,9 | 516308 1

LST 26.030| 74/2,9 | 516407 1,2

mechanical splice and electrical connector for raceways

For: Small Surface Metal Raceway

Splice Plate 115 IE

with flat contact pin (6,3 mm) for protective grounding

model no. width EAN Weight
B code per 100

pc.

mm/Inch kg

LSTA 16.016| 74/2,9 | 516704 | 0,6
LSTA 16.030| 74/2,9 [ 516803 | 1,1
LSTA 26.030| 74/2,9 | 516902 | 1,3

mechanical splice and electrical connector for raceways

For: Small Surface Metal Raceway




T o]}

model no. height width color EAN Weight
H B code per 100
pc.
mm/Inch | mm/Inch kg B

07 LED 16.016| 16/0,6 | 16/0,6 | black | 517725 2
(8 LED 16.030| 16/0,6 | 30/1,2 | black | 517732 4
L0270 LED 26.030| 26/1 | 30/1,2 | black | 517749 | 4,5

For: Small Surface Metal Raceway

End-Protection Ring m E
dark grey
model no. height width RAL colour EAN Weight
H B code per 100
pc.
mm/Inch | mm/Inch kg

AN/
Ji?f

07 LER 16.016| 16/0,6 | 16/0,6 | &hnl. 7021 | 887606 | 0,2
(8 LER 16.030| 16/0,6 | 30/1,2 | &hnl. 7021 | 887637 | 0,3
07N LER 26.030| 26/1 | 30/1,2 | &hnl. 7021 | 887668 | 0,3

contains no silicone

For: Small Surface Metal Raceway
Can be attached to the raceway even after installation.

Surface Metal Raceway E I 40
with pre-drilled mounting holes in bottom, cover included
model no. height width  |RAL colour| EAN Weight
H B code per 100
m
mm/Inch | mm/Inch kg ; [
LLK 40.040 | 40/1,6 | 40/1,6 | — |508976| 97,5
LLK 40.060 | 40/1,6 | 60/2,3 — 509003 | 147
LLK 60.060 | 60/23 | 60/23 | — |509102| 171 e
€ | LLK40.040R | 40/1,6 | 40/1,6 | 9010 |813605| 97,5
€ |LLK 40.060 R | 40/1,6 | 60/2,3 | 9010 |509423| 147
€ |LLK60.060R | 60/2,3 | 60/2,3 | 9010 |509430| 171
€ | LLK 40.040 W | 40/1,6 | 40/1,6 | 9001 |509485| 97,5 i - L
€ |LLK 40.060 W | 40/1,6 | 60/2,3 | 9001 |509508 | 147 55 Z
€ | LLK 60.060 W | 60/2,3 | 60/2,3 | 9001 |509607 | 171 ' 725
=X} LLK 40.040 E3| 40/1,6 | 40/1,6 — 520268 | 80 }
=K LLK 40.060 E3| 40/1,6 | 60/2,3 — 520305 | 147
LLK 60.060 E3| 60/2,3 | 60/2,3 | — |520404| 171 7
LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect 2000
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.
Powder coating finish available in various colours.

Splice plates to be ordered seperately.




SURFACE METAL RACEWAY

Surface Metal Raceway IE“ m
with pre-drilled mounting holes in bottom, cover included
model no. height width distance between |RAL colour| EAN Weight
H B drilling holes code per 100
mm/Inch | mm/Inch mm/Inch kmg ’ *
E LLK 60.100 60/2,3 | 100/3,9 50 — 509201 | 218 . 25
S | LLK 60.150 60/2,3 | 150/5,8 100 — 509300 | 332 25 %
S | LLK 60.200 60/2,3 | 200/7,8 150 — 509409 | 403 r R E—
E LLK 80.080 80/3,1 80/3,1 30 — 789702 | 262 ) j 250
S | LLK100.100 100/3,9 | 100/3,9 50 — 789757 | 318 .
LLK 60.100 R 60/2,3 | 100/3,9 50 9010 | 509447 | 218 A
LLK 60.150 R 60/2,3 | 150/5,8 100 9010 |509454 | 332 ol
LLK 60.200 R 60/2,3 | 200/7,8 150 9010 | 509461 | 403 250 oo
LLK 80.080 R 80/3,1 80/3,1 30 9010 |813704 | 262 oo
LLK 100.100 R | 100/3,9 | 100/3,9 50 9010 |813759| 318 5
LLK 60.100 W 60/2,3 | 100/3,9 50 9001 |509706| 218 +
LLK 60.150 W | 60/2,3 | 150/5,8 100 9001 |509805| 332 o f
% LLK 60.200W | 60/2,3 | 200/7,8 150 9001 | 509904 | 403 o e
LLK 80.080 W 80/3,1 80/3,1 30 9001 | 789801 | 262 D12 ) 43,75
i LLK 100.100 W | 100/3,9 | 100/3,9 50 9001 |789856| 318 ‘)7—( 2000/3000
LLK 60.100 E3 | 60/2,3 | 100/3,9 50 — 520503 | 218 f:
LLK 60.200 E3 | 60/2,3 | 200/7,8 150 — 520602 | 403 i ‘ ‘ — 1
LLK 80.080 E3 | 80/3,1 80/3,1 30 — 520626 | 262 || 12 450
=] LLK 100.100 E3| 100/3,9 | 100/3,9 50 — 520633 | 318 7

LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.
centric punch hole (diameter 12 mm) in the bottom plate for E3 finish

no centric punch holes in the bottom plate for S or F finish

Powder coating finish available in various colours.
Splice plates to be ordered seperately.

Surface Metal Raceway . . m .
solid bottom, including cover IEI‘.I Idﬂ I&ﬂ

model no. height width RAL colour| EAN Weight

H B code per 100

mm/Inch | mm/Inch kmg

LUK 40.040 40/1,6 | 40/1,6 — 508921 80
LUK 40.060 40/1,6 | 60/2,3 — 700004 | 147
LUK 60.060 60/2,3 | 60/2,3 — 700103 | 171
LUK 60.100 60/2,3 | 100/3,9 — 700202 | 218
LUK 60.150 60/2,3 | 150/5,8 —_ 700301 332 }\
LUK 60.200 60/2,3 | 200/7,8 — 700400 | 403 B
LUK 80.080 80/3,1 80/3,1 — 508938 | 262
LUK 100.100 100/3,9 | 100/3,9 — 508945 | 318
LUK 40.040 W | 40/1,6 | 40/1,6 9001 |508952| 80 q 2000
LUK 40.060 W | 40/1,6 60/2,3 9001 700509 | 147

H
LUK 60.060 W | 60/2,3 | 60/2,3 9001 | 700608 | 171 D!/

LUK 60.100 W | 60/2,3 | 100/3,9 | 9001 |700707 | 218
LUK 60.150 W | 60/2,3 | 150/5,8 | 9001 |700806| 332
LUK 60.200 W | 60/2,3 | 200/7,8 | 9001 |700905| 403
LUK 80.080 W | 80/3,1 | 80/3,1 9001 | 792801 | 262
LUK 100.100 W| 100/3,9 | 100/3,9 | 9001 |508969 | 318

(X YO - || |||

f=) LUK 40.040 E3 | 40/1,6 | 40/1,6 — 519880 | 80
=X]] LUK 40.060 E3 | 40/1,6 | 60/2,3 — 519903 | 147
=] LUK 60.060 E3 | 60/2,3 | 60/2,3 — 520008 | 171

=Y LUK 60.100 E3 | 60/2,3 | 100/3,9 — 520107 | 218

=) LUK 60.200 E3 | 60/2,3 | 200/7,8 — 520206 | 403

LUK 80.080 E3 | 80/3,1 | 80/3,1 = 520220 | 262

LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.
Powder coating finish available in various colours.

Splice plates to be ordered seperately.




(NIEDAX
#

Splice Plate

with flat contact pin (6,3 mm) for protective grounding

model no. height EAN Weight
H code per 100
pc.
mm/Inch kg
LST 40 40/1,6 |516506| 1,5
LST 60 60/2,3 |516605| 1,7
LST 80 80/3,1 |516643| 3,7

LST100 | 100/3,9 | 516667 | 4,6
) LST40E3 | 40/1,6 |524006| 0,8
R LST60E3 | 60/2,3 |524105| 0,9
=X LST80E3 | 80/3,1 |524129| 3,9
Y LST 100 E3| 100/3,9 | 524143 | 4,9

mechanical splice and electrical connector for raceways

For: Surface Metal Raceway

1 i

Mounting Plate for Barrier Strip

model no. depth T | dist. A EAN Weight
code per 100

pc.

mm/Inch | mm/Inch kg

| S | TPH 60 59 30 |806003| 3
| S | TPH 80 78 37 |459278| 3

IEJ TPH60E3| 59 30 |840007 | 3,5
IZ] TPH80E3| 78 37 |840052| 4,5

For: Surface Metal Raceways

Equipotential bonding guaranteed after proper installation.

Mounting Plate for Barrier Strip
with strain relief
model no. depth T EAN Weight

code | per 100
pc.
mm/Inch kg
LZTP 100 99 [833009| 55

LZTP 200 199 |833108| 11,5

=X} LZTP 100 E3| 99 |840403| 6,5
=Y LZTP 200 E3| 199 |840458| 12,5

For: Surface Metal Raceways

LZTP 150 149 |833054| 8,5

Equipotential bonding guaranteed after proper installation.

66

Barrier Strip

model no. height | depth T EAN Weight
H code per 100
m

mm/Inch | mm/Inch kg

TPS 30 11/0,4 | 30 |459223| 50
TPS50 | 11/04 | 50 |459247| 78
TPS 70 11/04 | 70 |459261| 80
TPS90 | 11/0,4 | 90 |720309| 79
TPS 50 E3| 11/0,4 | 50 |459216| 50
TPS90E3| 11/04 | 90 |865406| 79

to separate wires and cables of different voltage levels or with different functions

For: Surface Metal Raceway
Equipotential bonding guaranteed after proper installation.

i
{soffaofiroieo

2000




SURFACE METAL RACEWAY

covor s 2% 100

model no. height width RAL colour| EAN Weight
H B code per 100

mm/Inch | mm/Inch pI((:g
LUAB 40.040 40/1,6 | 40/1,6 — 790609 14 B
LUAB 40.060 40/1,6 | 60/2,3 — 512706 | 39
LUAB 60.060 60/2,3 60/2,3 — 512805 42
LUAB 60.100 60/2,3 | 100/3,9 — 512904 | 48 LY
LUAB 60.150 60/2,3 | 150/58 | — |513000| 59 8% _|r7e R -
LUAB 60.200 60/2,3 | 200/7,8 — 513109 | 72 >3
LUAB 80.080 80/3,1 80/3,1 — 790708 | 48
LUAB 100.100 100/3,9 | 100/3,9 — 790753 | 61

LUAB 40.040 W | 40/1,6 | 40/1,6 9001 | 790807 | 14
LUAB 40.060 W | 40/1,6 | 60/2,3 9001 |513116| 39
LUAB 60.060 W | 60/2,3 | 60/2,3 9001 |513130| 42
LUAB 60.100 W | 60/2,3 | 100/3,9 | 9001 |513154| 48
LUAB 60.150 W | 60/2,3 | 150/5,8 | 9001 |513178| 59
LUAB 60.200 W | 60/2,3 | 200/7,8 | 9001 |513192| 72
LUAB 80.080 W | 80/3,1 | 80/3,1 9001 | 790906 | 48
LUAB 100.100 W| 100/3,9 | 100/3,9 | 9001 |790951| 61

BEEEEER FEEESEEE ||| |||

=¢}} LUAB 40.040 E3 | 40/1,6 | 40/1,6 — 521968 | 19
=%J] LUAB 40.060 E3 | 40/1,6 | 60/2,3 — 522002 | 39
=X]] LUAB 60.060 E3 | 60/2,3 | 60/2,3 — 522101 | 42
=] LUAB 60.100 E3 | 60/2,3 | 100/3,9 = 522200 | 48
=K} LUAB 60.200 E3 | 60/2,3 | 200/7,8 — 522309 | 72
=] LUAB 80.080 E3 | 80/3,1 | 80/3,1 = 522323 | 46
E=J LUAB 100.100E3| 100/3,9 | 100/3,9 — 522347 | 57

For: Surface Metal Raceway

LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

Splice plates to be ordered seperately.

covar ot o0

model no. height width RAL colour| EAN Weight
H code per 100

B
pc.

mm/Inch | mm/Inch kg
LUIB40.040 | 4016 | 4016 | — |790203| 14
LUIB40.060 | 4016 | 6023 | — |512201| 34 2
LUIB 60.060 | 6023 | 6023 | — |512300| 36 /{
LUIB 60.100 | 60/23 | 100/3,9 | — |512409| 46 ¥ ;
LUIB 60.150 | 60/23 | 150/58 | — |512508| 58 452 /<75
LUIB 60.200 | 60/23 | 200/7,8 | — |512607| 71 AT
LUIB 80.080 | 80/3,1 | 80/31 | — |790302| 48
LUIB 100.100 | 100/39 | 100/39 | — [790357| 61

LUIB 40.040 W | 40/1,6 | 40/1,6 9001 | 790401 14
LUIB 40.060 W | 40/1,6 | 60/2,3 9001 |512614| 34
LUIB 60.060 W | 60/2,3 | 60/2,3 9001 |512638| 36
LUIB 60.100 W | 60/2,3 | 100/3,9 | 9001 |[512652| 46
LUIB 60.150 W | 60/2,3 | 150/5,8 | 9001 |512676| 58
LUIB 60.200 W | 60/2,3 | 200/7,8 | 9001 |512690| 71
LUIB 80.080 W | 80/3,1 | 80/3,1 9001 | 790500 | 48
LUIB 100.100 W| 100/3,9 | 100/3,9 | 9001 |790555| 61

IR ][]

=K LUIB 40.040 E3 | 40/1,6 | 40/1,6 — 521562 | 14
=] LUIB 40.060 E3 | 40/1,6 | 60/2,3 = 521609 | 34
=K} LUIB 60.060 E3 | 60/2,3 | 60/2,3 — 521708 | 36
=] LUIB 60.100 E3 | 60/2,3 | 100/3,9 = 521807 | 46
B=Y LuB 60.200 E3 | 60/2,3 | 200/7,8 — 521906 | 71
=K LUIB 80.080 E3 | 80/3,1 | 80/3,1 — 521920 | 45
LUIB 100.100E3| 100/3,9 | 100/3,9 — 521944 | 56

For: Surface Metal Raceway

LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

Splice plates to be ordered seperately.




—
( RIEDAX
e

e s 0
cover included 140 'ﬂ‘ﬂ Iﬁ-ﬂ

model no. height width  [RAL colour| EAN Weight
H B code per 100

mm/Inch | mm/Inch kg

E LUWB 40.040 40/1,6 | 40/1,6 —_ 511648 14
S | LUWB 40.060 40/1,6 | 60/2,3 — 511709 | 36
E‘ LUWB 60.060 60/2,3 | 60/2,3 — 511808 38
S | LUWB 60.100 60/2,3 | 100/3,9 — 511907 | 49
S | LUWB 60.150 60/2,3 | 150/5,8 — 512003 | 66
S | LUWB 60.200 60/2,3 | 200/7,8 — 512102 | 85
S | LUWB 80.080 80/3,1 80/3,1 — 789900 | 48
S | LUWB 100.100 100/3,9 | 100/3,9 — 789955 | 61

LUWB 40.040 W | 40/1,6 | 40/1,6 9001 | 790005| 14
€ | LUWB 40.060 W | 40/1,6 | 60/2,3 9001 |512119| 36
€ | LUWB 60.060 W | 60/2,3 | 60/2,3 9001 |512133| 38

€ | LUWB 60.100 W | 60/2,3 | 100/3,9 | 9001 |512157| 49
PB€ | LUWB 60.150 W | 60/2,3 | 150/5,8 | 9001 |512171 66

> | LUWB 60.200 W | 60/2,3 | 200/7,8 | 9001 |512195| 85
LUWB 80.080 W | 80/3,1 | 80/3,1 9001 | 790104 | 48
€ | LUWB 100.100 W| 100/3,9 | 100/3,9 | 9001 |790159| 61

LUWB 40.040 E3 | 40/1,6 | 40/1,6 —  |521142| 14
=) LuWB 40.060 E3 | 40/1,6 | 60/2,3 — |521203| 36
LUWB 60.060 E3 | 60/2,3 | 60/2,3 —  [521302| 38
=] LUWB 60.100 E3 | 60/2,3 | 100/3,9 | — |521401| 49
=] LUWB 60.200 E3 | 60/2,3 | 200/7,8 | — |521500| 85
&) LUWB 80.080 E3 | 80/3,1 | 80/3,1 — |521524| 45
=] LUWB 100.100E3| 100/3,9 | 100/3,9 | — |521548| 56

For: Surface Metal Raceway

LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

Splice plates to be ordered seperately.

Outside Elbow 90°
cover included

model no. height width RAL colour| EAN Weight
H B code per 100

mm/Inch | mm/Inch kg
[ 'S | LUAC 40.040 40/1,6 | 40/1,6 — | 791804 | 16
S | LUAC 40.060 40116 | 60/2,3 —  |514205| 50
S | LUAC 60.060 60/2,3 | 60/2,3 — 514304 | 53
S | LUAC 60.100 60/2,3 | 100/3,9 | — |514403| 60
S | LUAC 60.150 60/2,3 | 150/58 | — |514502| 74
S | LUAC 60.200 60/2,3 | 200/7,8 | — |514601| 90
S | LUAC 80.080 80/3,1 | 80/3,1 — 791903 | 60,5
S | LUAC 100.100 | 100/3,9 | 100/39 | — |791958| 955
LUAC 40.040 W | 40/1,6 | 40/1,6 | 9001 |792009| 16

€ | LUAC 40.060 W | 40/1,6 | 60/2,3 9001 |514618| 50
€ | LUAC 60.060 W | 60/2,3 | 60/2,3 9001 |514632| 53
€ | LUAC 60.100 W | 60/2,3 | 100/3,9 | 9001 |514656| 60
B€ | LUAC60.150 W | 60/2,3 | 150/5,8 | 9001 |514670| 74
€ |LUAC 60.200W | 60/2,3 | 200/7,8 | 9001 |514694| 90
€ | LUAC 80.080 W | 80/3,1 | 80/3,1 9001 |792108| 60,5
LUAC 100.100 W| 100/3,9 | 100/3,9 | 9001 |792153| 95,5

LUAC 40.040 E3 | 40/1,6 | 40/1,6 — 523160 | 16
=X]] LUAC 40.060 E3 | 40/1,6 | 60/2,3 = 523207 | 50
=K} LUAC 60.060 E3 | 60/2,3 | 60/2,3 — 523306 | 53
=X} LUAC 60.100 E3 | 60/2,3 | 100/3,9 = 523405 60
B=Y LUAC 60.200 E3 | 60/2,3 | 200/7,8 — 523504 | 90
=]} LUAC 80.080 E3 | 80/3,1 | 80/3,1 — 523542 | 65
=] LUAC 100.100E3| 100/3,9 | 100/3,9 — 523566 | 98

For: Surface Metal Raceway

LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

Splice plates to be ordered seperately.




SURFACE METAL RACEWAY

Outside Elbow (2 x 45°)
) : : 60
solid bottom, including cover
model no. height width EAN Weight
H B code per 100
pc.
mm/Inch | mm/Inch kg

LUAD 60.060 E3| 60/2,3 | 60/2,3 | 732708 | 63

=] LUAD 60.100 E3| 60/2,3 | 100/3,9 | 732807 | 72
[Z] LUAD 60.200 E3| 60/2,3 | 200/7,8 | 732906 | 108
For: Surface Metal Raceway

LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

Splice plates to be ordered seperately.

110

75

110

Outside Elbow Building Block IE"
model no. height width RAL colour| EAN Weight
H B code per 100
mm/Inch | mm/Inch pl(<:g
E LUAE 60.060 | 60/2,3 | 60/2,3 —  |766901| 18
S | LUAE 60.100 | 60/2,3 | 100/3,9 — | 767007 | 20,3
S | LUAE 60.150 | 60/2,3 | 150/5,8 — | 767106 | 23,5
S | LUAE 60.200 | 60/2,3 | 200/7,8 — |767205| 27
LUAE 60.060 W| 60/2,3 | 60/2,3 | 9001 |767304| 18
LUAE 60.100 W| 60/2,3 | 100/3,9 | 9001 |767403| 20,3
E LUAE 60.150 W| 60/2,3 | 150/5,8 | 9001 |767502| 23,5
B€ | LUAE 60.200 W| 60/2,3 | 200/7,8 | 9001 |767601| 27

For: Surface Metal Raceway

LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

Splice plates to be ordered seperately.

135

Inside Elbow 90°

cover included m

model no. height width RAL colour| EAN Weight
H B code per 100
mm/Inch | mm/Inch pl(zg
LUIC 40.040 40/1,6 40/1,6 — 791408 41
LUIC 40.060 40/1,6 | 60/2,3 — 513703 | 43
LUIC 60.060 60/2,3 | 60/2,3 — 513802 | 45
LUIC 60.100 60/2,3 | 100/3,9 — 513901 58
LUIC 60.150 60/2,3 | 150/5,8 — 514007 | 73
LUIC 60.200 60/2,3 | 200/7,8 — 514106 | 89
LUIC 80.080 80/3,1 80/3,1 —_ 791507 54
LUIC 100.100 100/3,9 | 100/3,9 — 791552 | 86,5

LUIC 40.040 W | 40/1,6 | 40/1,6 9001 | 791606 | 41
LUIC 40.060 W | 40/1,6 | 60/2,3 9001 |514113| 43
LUIC 60.060 W | 60/2,3 | 60/2,3 9001 |514137| 45
LUIC 60.100 W | 60/2,3 | 100/3,9 | 9001 |[514151| 58
LUIC 60.150 W | 60/2,3 | 150/5,8 | 9001 |514175| 73
LUIC 60.200 W | 60/2,3 | 200/7,8 | 9001 |[514199| 89
LUIC 80.080 W | 80/3,1 | 80/3,1 9001 |791705| 54
LUIC 100.100 W| 100/3,9 | 100/3,9 | 9001 |791750| 86,5

IR - |||~

LUIC 40.040 E3 | 40/1,6 | 40/1,6 — 522781 19

=K} LUIC 40.060 E3 | 40/1,6 | 60/2,3 = 522804 | 43
H=Y LuIC 60.060 E3 | 60/2,3 | 60/2,3 — 522903 | 45
I LuUIC 60.100 E3 | 60/2,3 | 100/3,9 — 523009 | 58

=] LUIC 60.200 E3 | 60/2,3 | 200/7,8 — 523108 | 89
LUIC 80.080 E3 | 80/3,1 | 80/3,1 — 523122 | 58
LUIC 100.100E3| 100/3,9 | 100/3,9 — 523146 | 74

For: Surface Metal Raceway

LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

Splice plates to be ordered seperately.

[s)



Inside Elbow (2 x 45°)

solid bottom, including cover

model no. height width EAN Weight
H code per 100

pc.

mm/Inch | mm/Inch kg

IEJ LUID 60.060 E3| 60/2,3 | 60/2,3 |732401| 54
=] LUID 60.100 E3| 60/2,3 | 100/3,9 | 732500 | 69
] LUID 60.200 E3| 60/2,3 | 200/7,8 | 732609 | 107
For: Surface Metal Raceway

LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

Splice plates to be ordered seperately.

10 110

Inside Elbow Building Block

model no. height width RAL colour| EAN Weight
H B code per 100
mm/Inch | mm/Inch pl(zg
LUIE 60.060 | 60/2,3 | 60/2,3 — | 766109 19
LUIE 60.100 | 60/2,3 | 100/3,9 — | 766208 | 25,3
LUIE 60.150 | 60/2,3 | 150/5,8 — |766307| 33
LUIE 60.200 | 60/2,3 | 200/7,8 — | 766406 | 41
€ | LUIE 60.060 W| 60/2,3 | 60/2,3 | 9001 |766505| 19
€ | LUIE 60.100 W| 60/2,3 | 100/3,9 | 9001 |766604 | 25,3
€ | LUIE 60.150 W| 60/2,3 | 150/5,8 | 9001 |766703| 33
LUIE 60.200 W| 60/2,3 | 200/7,8 | 9001 |766802| 41

For: Surface Metal Raceway

LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

Splice plates to be ordered seperately.

136
B
H
75 H.

Elbow 90°
cover included
model no. height width RAL colour EAN Weight
H B code per 100
mm/Inch | mm/Inch pl?g
%l LUWC 40.040 40/16 | 40/1,6 —  |791002| 43
S | LUWC 40.060 40/16 | 60/2,3 — |513208| 45
S | LUWC 60.060 60/2,3 | 60/2,3 — | 513307 | 47
S | LUWC 60.100 60/2,3 | 100/3,9 — | 513406 | 61
S | LUWC 60.150 60/2,3 | 150/5,8 — | 513505| 83
% LUWC 60.200 60/2,3 | 200/7,8 — |513604| 107
S | LUWC 80.080 80/3,1 | 80/3,1 — 791101 58,5
S | LUWC 100.100 | 100/3,9 | 100/3,9 — | 791156 | 915
LUWC 40.040 W | 40/1,6 | 40/1,6 | 9001 |791200| 43

€ | LUWC 40.060 W | 40/1,6 | 60/2,3 9001 | 513611 | 45
B€ | LUWC 60.060 W | 60/2,3 | 60/2,3 9001 |513635| 47
> | LUWC 60.100 W | 60/2,3 | 100/3,9 | 9001 |513659| 61
€ |LUWC60.150 W | 60/2,3 | 150/5,8 | 9001 |513673| 83
€ |LUWC 60.200 W | 60/2,3 | 200/7,8 | 9001 |513697 | 107
€ |LUWC 80.080 W | 80/3,1 | 80/3,1 9001 | 791309 | 58,5
LUWC 100.100 W| 100/3,9 | 100/3,9 | 9001 |791354| 91,5

LUWC 40.040 E3 | 40/1,6 | 40/1,6 — 522361 16
=X] LUWC 40.060 E3 | 40/1,6 | 60/2,3 = 522408 | 45
B} Luwc 60.060 E3 | 60/2,3 | 60/2,3 — 522507 | 47
=) LuwC 60.100 E3 | 60/2,3 | 100/3,9 = 522606 | 61
=] LUWC 60.200 E3 | 60/2,3 | 200/7,8 — 522705 | 107
LUWC 80.080 E3 | 80/3,1 | 80/3,1 — 522743 | 62,5
LUWC 100.100E3| 100/3,9 | 100/3,9 — 522767 | 83

For: Surface Metal Raceway

LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

Splice plates to be ordered seperately.

1 i

75
75
B
H




SURFACE METAL RACEWAY

Elbow (2 x 45°)
h . - 60
solid bottom, including cover
model no. height width EAN Weight
H B 100
code PS(T:_ \110
mm/Inch | mm/Inch kg
LUWD 60.060 E3| 60/2,3 | 60/2,3 |732104| 57 75
=) LUWD 60.100 E3| 60/2,3 | 100/3,9 | 732203 | 74
=] LUWD 60.200 E3| 60/2,3 | 200/7,8 | 732302 | 128
For: Surface Metal Raceway 75
LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect \* 110
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism. \&
Splice plates to be ordered seperately.
B >
Hoe
|

Elbow Building Block IE"
model no. height width RAL colour| EAN Weight
H B code per 100
mm/Inch | mm/Inch pl?g
LUWE 60.060 | 60/2,3 | 60/2,3 — | 767700| 20
LUWE 60.100 | 60/2,3 | 100/3,9 — | 767809| 32

LUWE 60.150 | 60/2,3 | 150/5,8 — |767908| 51
LUWE 60.200 | 60/2,3 | 200/7,8 | — | 768004 | 72 B
€ | LUWE 60.060 W| 60/2,3 | 60/2,3 | 9001 |768103| 20 {\
BC | LUWE 60.100 W| 60/2,3 | 100/3,9 | 9001 |[768202| 32
€ | LUWE 60.200 W| 60/2,3 | 200/7,8 | 9001 |768400| 72

For: Surface Metal Raceway

LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

Splice plates to be ordered seperately.

Wide Radius Tee eofloflionle

model no. height width RAL colour| EAN Weight
H B code per 100
pc.

mm/Inch | mm/Inch kg
g LUTC 40.060 4011,6 | 60/2,3 — |514700| 89 B Gy
S | LUTC 60.060 60/2,3 | 60/2,3 —  |514809| 60 '
S | LUTC 60.100 60/2,3 | 100/3,9 — |514908| 80
S | LUTC 60.150 60/2,3 | 150/5,8 — |515004| 100
S | LUTC 60.200 60/2,3 | 200/7,8 —  |515103| 130
S | LUTC 80.080 80/3,1 | 80/3,1 — 799800 | 90
S | LUTC 100.100 | 100/3,9 | 100/3,9 —  |799855| 120
LUTC 40.060 W | 40/1,6 | 60/2,3 | 9001 |[515110| 89
LUTC 60.060 W | 60/2,3 | 60/2,3 | 9001 |[515134| 60 /f
LUTC 60.100 W | 60/2,3 | 100/3,9 | 9001 |[515158| 80 280 B
LUTC 60.150 W | 60/2,3 | 150/5,8 | 9001 |[515172| 100 i, 5,
E LUTC 60.200 W | 60/2,3 | 200/7,8 | 9001 |[515196| 130 "y, )
LUTC 80.080 W | 80/3,1 | 80/3,1 | 9001 |[813858| 90 & >
B€ | LuTC 100.100 W| 100/3,9 | 100/3,9 | 9001 |813902| 120 \w Hy
) LUTC 40.060 E3 | 40/1,6 | 60/2,3 —  |523603| 90 ~
) LUTC 60.060 E3 | 60/2,3 | 60/2,3 — |523702| 60
=) LUTC 60.100 E3 | 60/2,3 | 100/3,9 — |523801| 80
)] LUTC 80.080 E3 | 80/3,1 | 80/3,1 — | 798704 80
LUTC 100.100E3| 100/3,9 | 100/3,9 — | 798728 | 110

For: Surface Metal Raceway

LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

Splice plates to be ordered seperately.




'ﬁ
( RIEDAX
e

o 0 2
cover included I"U ;lm Iﬂﬂ

model no. height width  [width of exit A| RAL colour| EAN Weight

H B code per 100
mm/Inch | mm/Inch mm/Inch plt(:g
E LUT 4.4.4 40/1,6 40/1,6 40 — 792207 27
S |LUT 4.6.4 40/1,6 | 60/2,3 40 — 792252 | 27
S |LUT6.6.6 60/2,3 60/2,3 60 —_ 515202 43
S | LUT 6.10.6 60/2,3 | 100/3,9 60 — 515301 52
S | LUT 6.10.10 60/2,3 | 100/3,9 100 — 515400 | 52
S | LUT 6.15.6 60/2,3 | 150/5,8 60 — 515509 | 74
S | LUT 6.15.10 60/2,3 | 150/5,8 100 — 515608 | 74
S | LUT 6.15.15 60/2,3 | 150/5,8 150 — 515707 | 74
S | LUT 6.20.6 60/2,3 | 200/7,8 60 — 515806 | 87
S | LUT 6.20.10 60/2,3 | 200/7,8 100 — 515905 | 87
S |LUT 6.20.15 60/2,3 | 200/7,8 150 —_ 516001 87
S | LUT 6.20.20 60/2,3 | 200/7,8 200 — 516100 | 87
S |LUT8.8.8 80/3,1 80/3,1 80 —_ 792306 65
S | LUT 10.10.10 100/3,9 | 100/3,9 100 — 792351 80
LUT 4.44W 40/1,6 | 40/1,6 40 9001 | 792405 | 27
LUT 4.6.4W 40/1,6 | 60/2,3 40 9001 | 792450 | 30
LUT 6.6.6 W 60/2,3 | 60/2,3 60 9001 | 709205| 43
PC |LUT6.10.6 W 60/2,3 | 100/3,9 60 9001 | 516117 | 52
PE€ |LUT6.10.10W | 60/2,3 | 100/3,9 100 9001 | 709304 | 52
PC |LUT6.15.6 W 60/2,3 | 150/5,8 60 9001 | 516124 | 74
€ |LUT6.15.10 W | 60/2,3 | 150/5,8 100 9001 516131 74
PE€ |LUT6.1515W | 60/2,3 | 150/5,8 150 9001 | 709403 | 74
PC |LUT6.20.6 W 60/2,3 | 200/7,8 60 9001 |516148 | 87
J LUT 6.20.10 W | 60/2,3 | 200/7,8 100 9001 |516155| 87
PE€ |LUT6.20.15W | 60/2,3 | 200/7,8 150 9001 | 516162 | 87
BC |LUT6.20.20W | 60/2,3 | 200/7,8 200 9001 | 709502 | 87
PC (LUT8.88W 80/3,1 80/3,1 80 9001 |516186| 65
LUT 10.10.10 W| 100/3,9 | 100/3,9 100 9001 | 516193 | 81
E3 ‘ LUT 444 E3 40/1,6 40/1,6 40 —_ 523924 27
=} LUT 4.6.4 E3 40/1,6 | 60/2,3 40 — 523948 | 27
H=} LUT6.6.6 E3 60/2,3 | 60/2,3 60 — 798803 | 43
=) LUT6.10.6 E3 | 60/2,3 | 100/3,9 60 — |798810| 52
=} LUT 6.10.10 E3 | 60/2,3 | 100/3,9 100 — 798827 | 52
= LUT 6.20.6 E3 60/2,3 | 200/7,8 60 — 798834 | 87
LUT 6.20.10 E3 | 60/2,3 | 200/7,8 100 — 798841 87
[=¢ LUT 6.20.20 E3 | 60/2,3 | 200/7,8 200 — 798858 | 87
E3 ‘ LUT 8.8.8 E3 80/3,1 80/3,1 80 —_ 523962 65
LUT 10.10.10E3| 100/3,9 | 100/3,9 100 — 523986 | 80

H x B = Height x width of the principal direction
A = Width of the outlet (height as at the principal direction)

For: Surface Metal Raceway

LS type raceway has to be grounded properly. Use boltless splice plate LST or LSTA to interconnect
straight sections and fittings. The equipotential bonding of covers is guaranteed by the snap on mechanism.

Splice plates to be ordered seperately.




SURFACE METAL RACEWAY

model no. heli_?ht wichth RAL colour| EAN Weight

code per 100
mm/Inch | mm/Inch pl?g
[ S | LED 40.040 40/1,6 | 40/1,6 — |517763| 17
| S | LED 40.060 40/16 | 60/2,3 — |517800| 25
| 'S | LED 60.060 60/2,3 | 60/2,3 —  |517909| 4
'S | LED 60.100 60/2,3 | 100/39 | — |518005| 6
| S | LED 60.150 60/2,3 | 150/5,8 — |518104| 8
'S | LED 60.200 60/2,3 | 200/7,8 — 518203 10
| 'S_| LED 80.080 80/31 | 80/3,1 | — |792504| 7 LKk LED ...
S | LED 100.100 100/3,9 | 100/3,9 — 792559 10 LUK .
LED 40.040 R | 40/1,6 | 40/1,6 | 9010 |832804| 1,7 LUE ...
LED 40.040 W | 40/1,6 | 40/1,6 | 9001 |792603| 1,7 L.
LED 40.060 R | 40/1,6 | 60/2,3 | 9010 |832835| 2,5
E LED 40.060 W | 40/1,6 | 60/2,3 | 9001 |708208| 2,5
LED 60.060 R | 60/2,3 | 60/2,3 | 9010 |832866| 4
LED 60.060 W | 60/2,3 | 60/2,3 | 9001 |708307| 4
E LED60.100R | 60/2,3 | 100/39 | 9010 |832897| 6
LED 60.100 W | 60/2,3 | 100/3,9 | 9001 |708406| 6
E LED 60.150 R | 60/2,3 | 150/5,8 | 9010 |832927| 8
LED 60.150 W | 60/2,3 | 150/5,8 | 9001 |708505| 8
E LED 60.200R | 60/2,3 | 200/7,8 | 9010 |832958| 10
LED 60.200 W | 60/2,3 | 200/7,8 | 9001 |708604| 10
LED 80.080 R | 80/3,1 | 80/3,1 | 9010 |832972| 7
E LED 80.080 W | 80/3,1 | 80/3,1 | 9001 |792658| 7
LED 100.100 R | 100/3,9 | 100/3,9 | 9010 |832996| 10
B€ | LED 100.100 W | 100/3,9 | 100/3,9 | 9001 |792702| 10
ER) LED 40.040 E3 | 40/1,6 | 40/1,6 —  |524167| 17
) LED 40.060 E3 | 40/1,6 | 60/2,3 —  |524204| 25
=) LED 60.060 E3 | 60/2,3 | 60/2,3 —  |524303| 4
=) LED 60.100 E3 | 60/2,3 | 100/3,9 —  |524402| 6
=) LED 60.200 E3 | 60/2,3 | 200/7,8 — 524501 10
LED 80.080 E3 | 80/3,1 | 80/3,1 — |524549| 7
LED 100.100 E3| 100/3,9 | 100/3,9 — 524563 10
For: Surface Metal Raceway
Equipotential bonding guaranteed after proper installation.
Cable Support Clamp IE“ IW
model no. height width EAN Weight
H B code per 100
mm/Inch | mm/Inch plfg
Y LHS 60.100 E2 | 60/2,3 | 55/2,1 |517206| 2,4 [‘ B

I3 LHS 60.150 E2 | 60/2,3 | 105/4,1 |517305| 3,3

23 LHS 60.200E2 | 60/2,3 | 155/6 |517404| 4,3 H
=) LHS 80.080 E2 | 80/3,1 | 35/1,4 |517442| 24
=] LHS 100.100 E2| 100/3,9 | 55/2,1 |517466| 3,4

to easy installation of cables

For: Surface Metal Raceway
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i?kc;::rotection Ring m

model no. height width RAL colour EAN Weight
H B code per 100

mm/Inch | mm/Inch kg

ar
[O7) LER 40.040 | 40/1,6 | 40/1,6 | ahnl. 7021 |865109| 0,5 [\
(Z8 LER 40.060 | 40/1,6 | 60/2,3 | ahnl. 7021 | 865154 | 0,5
K04‘ LER 60.060 | 60/2,3 | 60/2,3 | &hnl. 7021 | 865208 | 0,6 ‘

B

(8 LER 60.100 | 60/2,3 | 100/3,9 | &hnl. 7021 | 865253 | 0,8
07N LER 80.080 | 80/3,1 | 80/3,1 | ahnl. 7021 |887705| 1,5
,0Z8 LER 100.100| 100/3,9 | 100/3,9 | &hnl. 7021 | 887750 | 1,7

contains no silicone LER ...

For: Surface Metal Raceway
Can be attached to the raceway even after installation.

End-Protection Ring ﬂ
black

model no. height width color EAN Weight

H B code per 100
pc.
mm/Inch | mm/Inch kg \\1 H

TE0] LES 60.150| 60/2,3 | 150/5,8 | black | 518258 | 5,5 %t
LES 60.200| 60/2,3 | 200/7,8 | black | 518265 | 6 N

For: Surface Metal Raceway
In case of subsequent installation you must cut the end protection ring and put it around the cables.

sv)

Equipotential Bonding Wire
cross sectional area 2,5 mm?, with 1 blade receptacle 6,3 mm and 1 wire end sleeve
model no. | length EAN Weight
A code per 100
pc.
mm/Inch kg

Bl GsL 150] 150/5,8 | 461608 | 0,8

Equipotential Bonding Wire
cross sectional area 2,5 mm?, with 2 blade receptacles 6,3 mm
model no. length EAN Weight
A code per 100
pc.
mm/Inch kg

Bl GSLH 200| 200/7,8 |461707| 1
Bl GSLH 350| 350/13,6 |461745| 1,5

Corrosion resistant steels (chrome-nickel-steel) show high electric resistance. Please connect an

extra ground wire to the bottom of the surface metal raceway for better equipotential bonding.

Please use a boltless splice plate type LST and an equipotential bonding jumper type GSL 150 for easy
installation.

Please use a "vampire" type clamp to interconnect the grounding wire

Equipotential bonding of covers is guaranteed by the snap on mechanism.

Lifting Device for Covers
model no.|RAL colour| EAN Weight
code | per 100
pc.
kg
DH55 | 9005 |417483| 2

for fast dismantling of raceway covers
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Conversion table of dimensions

1 inch = 25.4 millimeters (mm)

0.6

0.75

0.8

0.9

1.0

N

NRNIEDAX
——

1 millimeter (mm) = 0.039 inch

Material Thickness

1.5

20

25

3.0

3.9

4.0

4.5

5.0

6.0

7.0

8.0

inch

0.02

0.03

0.03

0.04

0.04

0.06

0.08

010

0.12

0.14

0.16

0.18

0.20

024

0.28

0.31

Product Length

mm 30 40 50 70 80 85 a0 100 | 120 | 130 | 150 | 200 | 250 | 300 | 350 | 400
inch 118 | 1.6F | 197 | 276 | 315 | 335 | 3.54 | 384 | 472 | 512 | 591 | 7.87 | 9.84 | 11.81 | 13.78 | 15.75
mm 450 | 500 | 550 | 600 | 700 | 800 | 900 | 1000 | 1100 | 1200 | 1300 | 1400 | 1500 | 1600 | 1700 | 1800
inch |17.72 | 1968 | 2165 | 2362 | 27.56 | 31.50 | 3543 | 39.37 | 43.31 | 47.24 | 51.18 | 55.12 | 59.06 | 62.98 | 66.93 | TO.87
mm 1900 | 2000 | 3000 | 4500 | 6000

inch | 7480 | 78.74 | M8 11 (17747 |236.22

Product Width
mim 40 50 &0 T0 i) a0 100 120 150 200 250 300 400 500 550 600
inch 1.57 1.97 2.35 2.76 2.95 3.54 3.4 472 591 7.87 984 | 11.81 | 15.75 | 19.69 | 21.65 | 23.62
mim T00 BOOG 200 1000 | 1100 | 1200
inch | 27.56 | 31.50 | 3543 | 39.37 | 43.31 | 47.24

10

15

20

25

Product Height

35

40

50

G0

85

100

105

110

150

200

inch

0.38

0.59

0.79

0.98

1.38

1.57

1.97

2.36

3.35

3.94

413

4.33

.81

T.87

1 pound (lbs) = 0.453 kilogram (kg)

1 kilogram (kg) = 2.204 pounds (lbs)

Product Weight
kg 10 | 20 | 30 | 40 | 45 | 50 | 55 | 60 | 65 | V0O | 75 | BO | 85 | 80 | o5 | 100
lbs |22.05|44.08 | 66.14 | 88.18 | 99.21 |110.23]121.25(132.28|143.30 | 154.32 | 165.35|176.37 | 187.30 | 198.42| 209 44| 220.46
kg | 105 | 110 | 115 | 120 | 125 | 130 | 135 | 140 | 150 | 160 | 170 | 180 | 190 | 200 | 210 | 220
lbs |231.49|242 50|253 53|264 55|275.58| 286,60 |297 62| 308 65| 330,69 | 352,74 |374.79 | 396 83 | 418 B8 | 440 92| 462 97 | 485 02
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Headquarters:

NIEDAX GmbH & Co. KG
Asbacher Stralke 141
D-53545 Linz/Germany

Tel: +49 2644 5606 0
Fax: +49 2644 560690
expori@niedax.de
www.niedax.de





